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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
E7.1 General 

outh SPA) service provides a thanmission path to connect customer desigaated premiss~l, either 
or tbrough a Company hub where bridging or channelization functions arc performed Special Access ( a k a  

by Special Access (aka. BellSouth SPA) service can be either analog or digital. A d o g  
A) service2 includes all exchange access not utilizing Company end office switches. 

connections are differentiated by spectrum and bandwidth, Digital connections are differentiated by bit rate. 

There are nine types of channels used to provide Special Access (a.k.a BellSouth SPA) services. Each type has its own 
characteristics. All are subdivided by one or more of the following: 
- Transmnission specifications 
-Bandwidth 
- Speed (is., bit rate) 
- spectrrun 
Customers can oider a basic channel and select firom a list of available transmission pammeters and channel interfaces, those 
that they desire to meet specific c o d c a t i o n s  requirements- 
For purposes of ordering channels, each has been identified as a type of Special Access (aka. BellSouth SPA) service. 
However, such identification is not intended to limit a customefs use of the channel nor to imply that the channel is limited to 
a particular use. For example, if a customer% equipment is capable of transmitting voice over a channel that is identified as 
Metallic (aka BellSouth SPA Metallic) service in this Tar@ there is no R S T ~ C ~ ~ Q ~  against doing so. 
Following is a brief description of each type of channel: 
1. 

2. 

3. 

4. 

5. 

E7.t.l Charnel Types 
A. 

3. 

C. 

D. 
Metallic (aka BellSouth SPA Metallic) - a channel for the transmission of low speed varying signals at rates up to 30 
baud 

(aka. BellSouth SPA Telegraph) Grade - a channel for the transmission of bharg. signals at rates of 0 to 7S 
to 150 b a d  

Voice Grade (aka. BellSouth SPA IDSO VG) - a channel for the transmission of analog signals within an approximate 

WATS Access Line (ak.a. BellSouth SPA WATS Line) (WAL) - a channel fiom a customer designated premises to a 
WATS serving office for 800, WATS or similar service. 
Wired Music - a channel for the transmission of audio signds. The nominal fiequency bandwidths are &om 200 to 3500 
Hz, from 108 to 5000 Hz or b m  50 to 8000 Ht 

Digital Data Access (a ka. BellSouth SPA DSO Digital Data) - a channel for the digital bansmission of synchronoirs 
serial dataatratesof2.4,4.8,9.6or56.0kbps. 
High Capacity ia.k.a. BellSouth SPA High Capaciq) - a channel for the transmission of isochronous serial digital data at 
rates of 1.544,3.152,6.312, or 44.736 Mbps. 
Derived Data Channel (aka.  BellSouth SPA Denved Data Channel) - a dipiral data channel derived &om a fwo-wire 
local exchange facility that transmits voice and data signals 5ii~UltmDUSly. 

Company-provided Centxx Type Services systems and Company Answering Service 
Concentrators are considered to be customer premises for ptuposes of admirtistering 
regulations and rates contained in this Tariff. 

Ear purposes of administering the surcharge regulations, WATS access lines (a.ka BellSouth 
SPA WATS Line) are considered to be Special Access (aka.  BellSa-ah SPA) service. 

badwidth of 300-3OOO Hz. 

6.  (DELETED) (D) 
7. 

8. 

9. 

Notet: 

Note 2: 

iD , ,  , 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA)  SERVICE  
E7.1 General (Cont'd)  

E7.1.1 Channel Types (Cont'd)  
Detailed descriptions of each of the channel types are provided in E7.2.  
The customer also has the option of ordering digital high capacity facilities (i.e., 1.544 Mbps, 3.152 Mbps, 6.312 Mbps, and 
44.736 Mbps) to a Company Hub for channelization to individual channels of a lower capacity. Descriptions of the types of 
channelization available at the hubs, as well as the number of individual channels which may be derived from each type of 
facility are set forth in E7.2. Additionally, the customer may specify optional features for the individual channels derived from 
the facility to further tailor the channel to meet specific communications requirements. Descriptions of the optional features 
and functions available are also set forth in E7.2.  
For example, a customer may order a 44.736 Mbps facility from a customer designated premises to a Company Hub for 
channelization to twenty-eight 1.544 Mbps channels. The 1.544 Mbps channels may be further channelized at the same or a 
different Hub to Voice Grade (a.k.a. BellSouth SPA DS0 VG) channels or may be extended to other customer designated 
premises. Optional features may be added to either the 1.544 Mbps or the Voice Grade channels.  

E7.1.2 Rate Categories  
There are five basic rate categories which apply to Special Access (a.k.a. BellSouth SPA) service:  
- Local Channels (described in E7.1.2.A)  
- Interoffice Channel (described in E7.1.2.B)  
- Optional Features and Functions (described in E7.1.2.C)  
- SMARTRing® service (a.k.a BellSouth Dedicated Ring) 

 
A.  Local Channel  

The Local Channel rate category provides for the communications path between the demarcation point at a customer 
designated premises and the serving wire center of that premises. Included as part of the Local Channel is a standard channel 
interface arrangement which defines the technical characteristics associated with the type of facilities to which the access 
service is to be connected at the Point of Termination (POT) and the type of signaling capability, if any. The signaling 
capability itself is provided as an optional feature as set forth in E7.1.2.C. One Local Channel charge applies per customer 
designated premises at which the channel is terminated. This charge will apply even if the customer premises and the serving 
wire center are co-located in a Company building. A Hub Termination Charge applies in addition to each Digital Data Access 
(a.k.a. BellSouth SPA DS0 Digital Data) service Local Channel.  

B.  Interoffice Channel  
The Interoffice Channel rate category provides for the transmission facilities between the serving wire centers associated with 
two customer designated premises, between a serving wire center associated with a customer designated premises and a 
Company Hub or between two Company Hubs. Interoffice Channel mileage is portrayed in mileage bands. There are two rates 
that apply for each band, i.e., a flat rate per band and a rate per mile.  

C.  Optional Features and Functions  
The Optional Features and Functions rate category provides for optional features and functions which may be added to a 
Special Access (a.k.a. BellSouth SPA) service to improve its quality or utility to meet specific communications requirements. 
These are not necessarily identifiable with specific equipment, but rather represent the end result in terms of performance 
characteristics which may be obtained. These characteristics may be obtained by using various combinations of equipment. 
Although the equipment necessary to perform a specified function may be installed at various locations along the path of the 
service, they will be charged for as a single rate element.  
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont'd) 
E7.1.2 Rate Categories (Cont'd) 

C. Optional Features and Functions (Cont'd) 

Examples of Optional Features and Functions that are available include, but are not limited to, the following: 

- Signaling Capability 

- Hubbing Functions 

- Conditioning 

-Transfer Arrangements 

- FlexServ' service (a.k.a. BeiiSouth SPA Customer Reconfiguration) 

A Hub is a Company designated serving wire center at which bridging or channelization functions are performed. The 
bridging functions performed are to connect three or more customer designated premises in a multipoint arrangement. The 
channelization functions are to channelize analog or digital facilities to individual services requiring a lower capacity. National 
Exchange Carrier Association Tariff FCC No. 4 identifies serving wire centers, Hub locations and the type of bridging or 
channelization functions available. 

Descriptions for each of the available Optional Features and Functions are set forth in E7.2. following. 

D. Self-healing Multi-nodal Alternate Route Topology Ring (SMARTRingl! service [a.k.a. BeiiSouth Dedicated Ring]) 

1. Customer Node 

Customer Nodes prO\·ide ring switching capabilities at customer designated locations other than Telephone Company 
Premises that are part of SMARTRing~ service (a.k.a. BellSouth Dedicated Ring). This rate element offers OC-3, 
OC-3+, OC-12, OC-48. or OC-48+ network capacities. An OC-1 network capacity is available only in an Overlay Ring 
Arrangement riding the customer's host OC-12. OC-48, or OC-48+ SMARTRing~ service (a.k.a. BellSouth Dedicated 
Ring) installed on or after June 3, 1994. A summary of the channel interfaces available with each node are specified in 
E7.2.16.A following. 

2 Customer Channel Interface 

A Customer Channel Interface provides DS1, DS3, STS-1 electrical channelization and/or OC-3 and/or OC-12 optical 
channelization that may take place at each Customer Node of SMARTRing" sen·ice (a.k.a. BellSouth Dedicated Ring). 
The Customer Channel Interface rate element applies for every interface capacity that originates or terminates at a 
Customer Node. A summary of the channel interfaces available with each node are specified in E7.2.16.A. following. 

3. Central Office Node 

Central Office Nodes provide ring switching capabilities at Telephone Company Central Offices that are a part of 
SMARTRingK senice (a.k.a. BeiiSouth Dedicated Ring). This rate element otrers OC-3, OC-3+, OC-12, OC-48, and 
OC-48+ network capacities. An OC-1 nencvork capacitv is available only in an Overlay Ring Arrangement riding the 
customer's host OC-12, OC-48 or OC-48+ SMARTRingx service (a.k.a. BellSouth Dedicated Ring) installed on or after 
June 3, 1994. A summary of the channel interfaces available with each node are specified in E7.2.16.A. following. 

4. Central Office Channel Interface 

A Central Office Channel Intedace provides DS I, DS3, STS-1 electrical channelization and/or 
optical channelization that may take place at each Central Office Node located service 
Bel!South Dedicated Ring). The Central Office Channel Interface rate element capacity that 

or terminates at a Central Oft!ce A summary the channel with each node are 
16.A. Customers with DS3 or STS-1 interfaces at the Customer Node connect 

Node, must obtain a 28-DS l Channel 

5. Local Channel 

The Local Channel rate category provides for the communications path between a Customer Node and the 
center of the premises where located. Charges for Local Channels apply as described in preceding. It is 
with all capacities service (a.k.a. BeliSouth Dedicated Ring) except OC-l. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  
E7.1 General (Cont'd)  

E7.1.2 Rate Categories (Cont'd)  
D. Self-healing Multi-nodal Alternate Route Topology Ring (SMARTRing service [a.k.a. BellSouth Dedicated Ring])  

6. Alternate Central Office Channel 
The Alternate Central Office Channel provides for the communications path between a customer node and an alternate 
central office.  It is available with all capacities of SMARTRing service (a.k.a. BellSouth Dedicated Ring) except OC-1. 

7. Interoffice Channel 
The Interoffice Channel provides for the communications path between directly connected Telephone Company central 
offices located on a SMARTRing service (a.k.a. BellSouth Dedicated Ring).  It is available with all capacities of 
SMARTRing service (a.k.a. BellSouth Dedicated Ring) except OC-1.  This rate element does not apply where Central 
Office Nodes are adjacently connected in the same Central Office on the same SMARTRing service (a.k.a. BellSouth 
Dedicated Ring) for the purpose of providing additional node capacity. 

8. Internodal Channel 
The Internodal Channel provides for the communications path between two directly connected Customer Nodes of a 
given SMARTRing service (a.k.a. BellSouth Dedicated Ring) located (a) in the same Serving Wire Center area or (b) in 
the same Office Park/Campus Environment or contiguous property, located in contiguous Serving Wire Center areas.  It 
is available with all capacities of SMARTRing service (a.k.a. BellSouth Dedicated Ring) except OC-1.  This rate element 
does not apply where Customer Nodes are adjacently connected in the same building on the same SMARTRing service 
(a.k.a. BellSouth Dedicated Ring) for the purpose of providing additional node capacity. 

9. Channel Interface Capacity Reallocation 
Channel Interface Capacity Reallocation allows the customer to reallocate STS-1, DS3 capacity interfaces at each node 
subsequent to the initial service installation. 

E. Reserved for Future Use 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
F. Access Collocation Cross-Connects 

Access Collocation Cross-Connects provide a means for customers to interconnect their Shared Use and Digital High Capacity 
(a.k.a. BellSouth SPA High Capacity) to Central Office Collocation arrangements within the same Central Office.  Terms, 
conditions, and rates for Physical Access Collocation Cross-Connects and Virtual Access Collocation Cross-Connects are set 
forth in Section E13. of this Tariff. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) (N) 

E7.1.3 Service Configurations 
There are three types of service configurations over which Special Access (a.k.a. BellSouth SPA) services are provided: 
two-point service and multipoint service. 

A. Two-Point Service 
A two-point service connects two customer designated premises, either on a directly connected basis or through a hub where 
channelization functions are performed. 
Applicable rate elements are: 
- Local Channels 
- Interoffice Channels (as applicable) 
- Optional Features and Functions (when applicable) 
In addition, a Special Access (a.k.a. BellSouth SPA) Surcharge as set forth in E7.4.2 following and a Message Station 
Equipment Recovery Charge as set forth in E7.4.3 following may be applicable. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE Q 

,‘- E7.1 General (Cont’d) 
E7.1.3 Service Configurations (Cont’d) 

A. Two-Point Service (Cont’d) 
The following diagram depicts a two-point Voice Grade (ak.a BellSoufh SPA D5’0 VGj service connecting two customer (-0 
designated premises located 15 miles apart. The service is provided with C-Type Conditioning. 

PREMISES swc swc PRI%iISE 
A B 

+~--lLzl-I~-Z =--w 
1pC-TYPE CONDITIOM 

LC - Local Channel* 
IOC - Interoffice Channel* * 

SWC - Serving Wire Center 

Applicable rate elements are: 
- Local Channels (2 applicable) 
- Interoffice Channels (mileage band over 9 thru 25 miles) 
- C-Type conditioning Optional Feature 

B. Multipoint Service 
Multipoint service connects three or more customer designated premises through a Company Hub. There is no limitation on 0 
the number of mid-links available with multipoint service. However, when more than three mid-links are provided in tandem, 
the quality of the service may be degraded. A mid-link is a channel between hubs (i.e., bridging locations). Only certain types 
of Special Access (ata BellSouth SPA) service are provided as multipoint service. These are so designated in the Service 
Descriptions set forth in E7.2. following. 

,- 

When ordering, the customer will specify the desired bridging Hub(s) selected from the Exchange Carrier Association Tariff 
F.C.C. No. 4. This tariff identifies the type(s) of bridging functions which are available and the serving wire centers at which 
they are available. 
Applicable Rate Elements are: 
- Local Channels (one per customer designated premises) 
-Interoffice Channels (as applicable between each designated customer premises and the Hub and between Hubs) 
- Bridging 
- Additional Optional Features (when applicable) 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) 
E7.1.3 Service Configurations (Cont’d) 

B. Multipoint Service (Cont’d) 

In addition, a Special Access (a.k.a. BellSouth SPA) Surcharge as set forth in E7.4.2. following and a Message Station 
Equipment Recovery Charge as set forth in E7.4.3. following may be applicable. 

Example: Voice Grade (a.k.a. BellSouth SPA DSO VG) multipoint connecting four customer premises via two customer 
specified bridging hubs. 

PREMISES 
Bridging Bridging 

Hub Hub 
PREMISES 

A B 
l 

l 

I 

ML 
+-l-c-, 4-10 - lot- 106-, +-Lb 

IOC IOC 

1 I 
PREMISES 

C 

PREMISES 
D 

LC = Local Channel 
IC = Interoffice Channel 
B = Bridging 
swc = Serving Wire Center 

Applicable rate elements are: 

- Local Channels (4 applicable) 

- lnterofftce Channel (5 sections, each from appropriate mileage band) 

- Bridging Optional Feature (6 applicable, i.e., each bridge port) 

I’DI 29 1998 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) 
E7.1.3 Service Configurations (Cont’d) 

C. SMARTRing* service (a.k.a. BellSouth Dedicated Ring) 

I. The SMARTRing@ service (a.k.a. BellSouth Dedicated Ring) configuration utilizes a multi-nodal ring architecture which 
is specified jointly by the Company and the customer. The minimum configuration provides dedicated DS3 and/or DSI 
digital services and must include at least three nodes. The three nodes may all be Central Office Nodes in Telephone 
Company Central Offices, or the three nodes may be a Central Office Node in a Telephone Company Central Office, a 
Customer Node at a customer’s designated location and the third node may be either a Central Offtce Node or a node at a 
another customer designated location. Additional nodes for either arrangement may be any combination thereof. The 
maximum number of nodes will be determined based on equipment capability. The nodes are connected by 
SMARTRing* service (a.k.a. BellSouth Dedicated Ring) Local Channels, Alternate Central Office Channels, lnteroffrce 
Channels and Internodal Channels as applicable. SMARTRing*’ service (a.k.a. BellSouth Dedicated Ring) may be 
connected to other DSYDSl services only at Central Offtce Nodes. With OC-I2 SMARTRing” service (a.k.a. BellSouth 
Dedicated Ring) installed on or after June 3, 1994, and with OC-48 and OC-48+ SMARTRing@ service (a.k.a. BellSouth 
Dedicated Ring) the customer may request an OC-I and/or OC3 Overlay Ring Arrangement riding the customer’s host 
OC-12,OC-48, or OC-48+ SMARTRing@ service (a.k.a. BellSouth Dedicated Ring). With OC-48 SMARTRing’ service 
(a.k.a. BellSouth Dedicated Ring), the customer may request an OC-3+ andlot OC-I2 Overlay Ring Anangement riding 
the customer’s host OC-48 SMARTRing* service (a.k.a. BellSouth Dedicated Ring). In an Overlay Ring Arrangement, 
node and channel configuration requirements apply to the host SMARTRing* service (ak.a. BellSouth Dedicated Ring). 

2. Applicable rate elements for this service are: 

U-4 

(N) 

(N) 

a. 

b. 

Customer Node (at least one for configurations other than three Central Office Node arrangement) 

Customer Channel Interface (one for each originating/terminating activated DS I, DS3, STS- I, OC-3, and/or OC- I2 
for each Customer Node) 

C. 

d. 

Central Office Node (at least one for configurations other than three Central Ofice Node arrangement) 

Central Office Channel Interface (one for each originating/terminating activated DSI, DS3, STS-I, OC-3 and/or 
OC-12 for each Central Office Node or one for each 28 DSI Channel System and associated DSl Channel Interfaces 
for each activated DS3) 

e. 

f. 

Local Channel (at least one for each Customer Node which is directly connected to the serving wire center) 

Alternate Central Office Channel (at least one for each Customer Node which is directly connected to an Alternate 
Central Office) 

g- Internodal Channel (one for each path between two directly connected customer nodes) 

h. Interoffice Channel (one for each path between each two directly connected Telephone Company Central Offices) 

i. Channel Interface Capacity Reallocation (one per node per occurrence) 

x Registaed service Ma& of BellSoutb caporation 
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EFFECTIVE: November 29,1998 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

El.1 General (Cont’d) 
E7.1.3 Service Configurations 

C. SMARTRing” service (a.k.a. BellSouth Dedicated Ring) (Cont’d) 

CUSTOMER NODE B 
(IC POP) 

OC3 - SmartRing Service 
a.k.a. BellSouth Dedicated Ring) Example 
DS3 and 30 DSls activated, 26 DSl capacity remaining) 

CENTRAL OFFICE NODE 

1 IODSI COCls 1 

IOC PASS-THROUGH 
CENTRAL OFFICE 

Example: SMARTRIng w-vice (a.k.a. BellSouth Dedicated Ring) OC-3 capacity. 

For this example the following rate elements are applicable: 

- 2 Customer Nodes 

- 2 Central Office Nodes 

- I Local Channel 

- I lntemodal Channel 

- I Alternate Central Oflice Channel 

- 2 Interoffice Channels 
* 2 DS3 Customer Channel Interfaces 

- 40 DSl Customer Channel Interfaces 

- 20 DSl Central Offtce Channel Interfaces 

PUBLIC SERV!CE COMMISSION 
OF KENI-ijCKy 

EWECTIVE 
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EFFECTIVE: November 29.1998 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) 
E7.1.3 Service Configurations (Cont’d) 

C. SMARTRing” service (a.k.a. BellSouth Dedicated Ring) (Cont’d) 

CENTI& ;FFICE 

I OC-12 AJDM I 

OC-3 COCI 
CUSTOMER I 

OC-12 SMARTRing Service 

(a.k.a. BellSouth Dedicated Ring) 
(3 DS39,3 STS-ls, and 1 OC3 activated, 3 DS3s or 

STS-1s or 1 OC-3 capacity remaining) 

Example: SMARTRing’ service (a.k.a. BellSouth Dedicate-d Ring) OC-12 capacity. 

For this example the following rate elements are applicable: 

- 2 Customer Nodes 
* 1 Central Offke Nodes 

- 2 Local Channels 

- 1 lntemodal Channel 
- 3 DS3 Customer Channel Interfaces 

- 3 DS3 Centml Office Channel Interfaces 

- 6 STS-1 Customer Channel Interfaces 

- I OC-3 Customer Channel Interface 

- 1 OC-3 Central Office Channel Interface 

PUBLIC SERVfCE COMMISSION 
OF KE&TLlI;Ky 

EFFECTIVE 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) 
E7.1.3 Service Configurations (Cont’d) 

C. SMARTRing’ service (a.k.a. BellSouth Dedicated Ring) (Cont’d) 

CUSl$Mp;EORp;ODE B 

C-3+ SMARTRing@ scrvlcc (a.k.a. BellSouth Dedicated Rtng) 

remrlniag If addltioanl nodes rre added) 

CENTRAL OFFICE 

Example: SMARTRing servlce (a.k.n. BellSouth Dedicated RI@ OC3+ capacity. 

For this example the following rate elements are applicable: 

- 2 Customer Nodes 

- 2 Central Offtce Nodes 

- I Local Channel 

- 1 Intemodal Channel 

- I Alternate Central Offtce Channel 

- 2 Interofftce Channels 

- 4 DS3 Customer Channel Interfaces 

- 2 DS3 Central Offtce Channel Interfaces 

- 30 DS I Customer Channel Interfaces 

- 60 DS I Central Offtce Channel Interfaces 

PUBLIC 83VlCE COMMISSION 
OF KfKI”llcKy 

EFFECTIVE 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) 
E7.1.3 Service Configurations (Cont’d) 

C. SMARTRing” service (a.k.a. BellSouth Dedicated Ring) (Cont’d) 

CEwE ;FFICE 

CENTRAL OFFICE 

OC-48 SMARTRIng@ (a.k.a. Be 
Service Example (12 DS3s, 1 OC-3, and I OC-12 

21 STSls Ring capacity remaInin@ ” I 

6 DS3 CUCIs, 1 OC-3 
CUCI, 1 OC-12 CUCI 

Example: SMARTRing@ service (a.k.a. BellSouth Dedicated Ring) OC-48 capacity. 

For this example the following rate elements are applicable: 

- 2 Customer Nodes 

- 2 Central Office Nodes 

- 2 Local Channels 

- 2 Alternate Central Oflice Channels 

- I Interoffice Channel 

- 12 DS3 Customer Channel Interfaces 

- 8 DS3 Central Office Channel Interfaces 

- 4 28 DSI Channel Systems (DS3) 
NoV 2 9 1998 

- 112 DSI Central Office Channel Interfaces 
m 2 OC-3 Customer Channel lnterfsces 

- 2 OC- I2 Customer Channel Interfaces 

(N) 

(NJ 

0’0 

C-3 

W) 

O’J) 

W) 

WI 

(NJ 

(N) 

04 

W) 

(N) 
(N) 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) 
E7.1.3 Service Configurations (Coot’d) 

C. SMARTRing’ service (a.k.a. BellSouth Dedicated Ring) (Cont’d) 

CENTRAL OFFICE NODE 

I OC48+ ADM I I fu CENTRAL O:FiCE NODE 

G ioc 1 I 

XSTOMER NODE 

I. 
MI OC-48t SMARTRing@ service 

I 

(N) 

(N) 

Example (12 DS3s and 5 OC-3s activated, 18 STS-Is Rlng 
crprcity remaining A-B, 24 STS-Is Ring capacity 

rvril~ble B-C, 18 STS-1s Ring capacity avnllrbie 
C-D, 9 STS-1s Ring capacity remaining D-A) 

U&W+ AVM 

Example: SMARTRing’ service (a.k.a. BellSouth Dedicated Rhtg) service OC-48+ capacity. 

For this example the following rate elements are applicable: 
- 2 Customer Nodes 

- 2 Central Offrce Nodes 

- 2 Local Channels 
- 2 Alternate Central Office Channels 

- I Interoffice Channel 

- 12 DS3 Customer Channel Interfaces 

- 8 DS3 Central Offtce Channel Interfaces 

- 4 28 DSI Channel Systems (DS3) 

- I I2 DS I Central Offtce Channel Interfaces 

- IO OC-3 Customer Channel Interfaces 

W) 

(I.4 
09 
W 
PO 
W 
(N) 
(N) 
W) 
N 
W 
(NJ 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.1 General (Cont’d) 
E7.1.4 Alternate Use 

Alternate Use occurs when a service is arranged by the Company so that the customer can select different types of transmission 
at different times. A customer may use a service in any privately beneficial manner. However, where technical or engineering 
changes are requited to effectuate an alternative use, the Company will make such special arrangements available on an 
individual case basis. 

The arrangement required to transfer the service from one operation to the other (i.e., the transfer relay and control leads) will 
be rated and provided on an individual case basis and filed in Section El2.. Specialized Service or Arrangements. The 
customer will pay the stated tariff rates for the Access Service rate elements for the service ordered (i.e., Local Channels, 
Interoffice Channels as applicable, and Optional Features and Functions, if any.) 

E7.1.5 Special Facilities Routing 
A customer may request that the facilities used to provide Special Access (a.k.a. BellSouth SPA) service be specially routed. 
The regulations, rates and charges for Special Facilities Routing (i.e., Avoidance, Diversity and Cable Only) are as set forth in 
Section El 1. following. 

E7.1.6 Design Layout Report 
At the request of the customer, the Company will provide to the customer the make-up of the facilities and services provided 
under this Tariff as Special Access (a.k.a. BellSouth SPA) service to aid the customer in designing its overall service. Tbis 
information will be provided in the form of a Design Layout Report. 

The Design Layout Report will be provided to the customer at no charge, and will be reissued or updated whenever these 
facilities are materially changed. 

E7.1.7 Acceptance Testing 
At no additional charge, the Company will, at the customer’s request, cooperatively test, at the time of installation, the 
following parameters: 

A.’ For Voice Grade (a.k.a. BellSouth SPA DSO VG) services, acceptance tests will include tests for loss, 3-tone slope, DC 
continuity, operational signaling, C-notched noise and C-message noise when these parameters are applicable and specified in 
the order for service. Additionally, for Voice Grade (a.k.a. BellSouth SPA DSO VG) services, a balance (improved loss) test 
will be made if the customer has ordered the improved loss optional feature. 

B. For other analog services (i.e., Metallic (a.k.a. BellSouth SPA Metallic), Telegraph (a.k.a BellSouth SPA Telegraph) and 
Wired Music and for digital services (i.e., Digital Data Access (ak.a. BellSouth SPA DSO Digital Data) and High Capacity 
(a.k.a. BellSouth SPA High Capacity)), acceptance tests will include tests for the parameters applicable to the service as 
specified in the order for service. 

In addition to the above tests. Additional Cooperative Acceptance Testing for Voice Grade (a.k.a. BellSouth SPA DSO VG) 
service to test other parameters, as described in E13.3.5.B. following. is available at the customer’s request. All test results will 
be made available to the customer upon request. 

E7.1.8 Ordering Options And Conditions 
A. There are two ordering options available to the customer in the provision of Special Access (a.k.a BellSouth SPA) service. 

These are: 

1. Access Order 

B. These options are set forth in detail in Section ES. preceding. Also included in that section are other charges which may be 
associated with ordering Special Access (a.k.a. BellSouth SPA) service (e.g., Service Date Change Charges, Cancellation 
Charges, etc.). 

PUBLIC SERVICE COMMISSION 
OF KEWJCKY 

EFFEC WE 
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All BellSouth marks contained herein and as set forth in the trademarks and servicemarks section of this Tariff are owned by BellSouth Intellectual Property 
Corporation. 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  

E7.2 Service Descriptions  
For the purposes of ordering, there are nine categories of Special Access (a.k.a. BellSouth SPA) service. These are:  

- Metallic (a.k.a. BellSouth SPA Metallic) (MT)  

- Telegraph Grade (a.k.a. BellSouth SPA Telegraph) (TG)  

- Voice Grade (a.k.a. BellSouth SPA DS0 VG) (VG)  

- Wired Music (AP)  

- Digital Data Access  (a.k.a. BellSouth SPA DS0 Digital Data) Service (DDAS)  

- High Capacity (a.k.a. BellSouth SPA High Capacity) (HC)  

- WATS Access Line (a.k.a. BellSouth SPA WATS Line) (WAL)  

- Derived Data Channel  (a.k.a. BellSouth SPA Derived Data Channel) Service  

- Self-Healing Rings (SMARTRing service [a.k.a. BellSouth Dedicated Ring]) 

Each service consists of a basic channel to which a predefined technical specifications package, channel interface(s) and, when 
desired, optional features and functions are added to construct the service desired by the customer. Each of the components of 
the service is described in this section.  Terms and conditions for central office interconnection of collocator-provided 
transmission equipment are set forth in BellSouth Telecommunications, Inc., Tariff F.C.C. No. l, Section 20.  Terms, 
conditions, and rates for Physical Access Collocation Cross-Connects and Virtual Access Collocation Cross-Connects are set 
forth in Section E13. of this Tariff for those services that are permitted to connect directly to a carrier’s collocation space. 

The channel description specifies the characteristics of the basic channel and indicates whether the channel is provided 
between customer designated premises or between a customer designated premises and a Company hub where bridging and/or 
channelization functions are performed.  

Information pertaining to the technical specifications packages indicates the transmission parameters that are available with 
each package. This information is displayed in a matrix with the transmission parameters listed down the left side and the 
packages listed across the top. Each package is identified by a code, e.g., VG1. The first two letters of the code indicate the 
category of Special Access (a.k.a. BellSouth SPA)  service to which the parameters are applicable. These two-letter codes are 
shown above in parentheses following the category of Special Access (a.k.a. BellSouth SPA) service. The number "1" 
following the two-letter code indicates the technical specifications package for a voice grade service. An alphanumeric 
designation following the two-letter code indicates the specific predefined package. When appropriate, the Technical 
Reference which contains detailed specifications for the parameters is shown following the matrix.  

Channel interfaces at each point of termination on a two-point service may be symmetrical or asymmetrical. On a multipoint 
service they may also be symmetrical or asymmetrical. However, communications can only be provided between points of 
termination with compatible channel interfaces. Only certain channel interfaces are compatible. These are set forth in a 
combination format.  

Only certain channel interface combinations are available with the predefined technical specifications packages. These are 
delineated in the Technical References set forth at the end of this E7.2.  

The optional features and functions available with each type of Special Access (a.k.a. BellSouth SPA) service are described in 
this section. The optional features and functions information also indicates with which technical specifications packages they 
are available. Such information is displayed in a matrix with the optional feature or function listed down the left side and the 
technical specifications package listed across the top.  

The Company will maintain existing transmission specifications on services installed prior to the effective date of this Tariff, 
except that the existing services with performance specifications exceeding the standard listed in this provision will be 
maintained at the performance levels specified in this Tariff.  

(C)

(T)

PUBLIC SERVICE COMMISSION
OF KENTUCKY

EFFECTIVE
05/13/2005

PURSUANT TO 807 KAR 5:011
SECTION 9 (1)

By___________________________
Executive Director
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€7. SPECIAL ACCESS (AKA BELLSOUTH SPA) SERVICE 
E71 §ervice Descriptions (Cont‘d) 

All services installed after the effective date of this Tariffwill conform to the transmission specification staudards contained in 
this T d o r  in &e following Technid References fbr each category of Sepvice: 

Metallic (aka BeltSouth SPA Metallic) TR-NPL-000336 
TR-NPL#336 

Voice Grade (aka BellSouth SPA DSO VG) TR-NPL-000335 
W B  41W, Table 4 

Wired Music TR-NPL#337 
(DELETED) @I 

Telegraph Grads (aka BellSouth SPA Tekgaph) 

Digital Data Acctss (&.a BellSouth SPA DSO Digital Data) TR-NPL-ooO341 
For 2.4,4.8,9.6 and 56.0 

For 19.2 Kbps N. BULLETlN 

For 64.0 Kbps 

BsilCraP PUB 62310 
f i P S  

CBlNC-100 
AT&T PUB 623 10 
TA-TSY- 000342 
TR-NPL-mO54 
TR-NPL-000334 
Bensoutll lR-73548 
Bensaah TR-73548, AddadUm 1 

High Capacity (&a. BellSocnth SPA Hi@ Capacity) 

WATS Acccss Line (&a BellSouth SPA WATS b e )  
Daived DataClmmel (alra ]BellSouth SPADerived M a  channel) service 

E7.2.1 Metallic (aka. BgDSogtlr SPA Metallic) Service 
A Basic Channel Description 

A Metallic (aka BellSouth SPA Metallic) channel is an unconditioned two-wke chime1 capable of trasSmitting low speed 
varying signals at rates up to 30 bud This channel is provided by metallic or equivalent facilities. M M c  (&a BellSouth 
SPA Metallic) channels are provided between customer designated premises or between a customer designated premiss and a 
Company Hub where bridging M o n s  are p e r f o m d  Interoffice metallic facilities will be limited in length to a total of five 
miles per channel. Metallic (ak.a BellSouth SPA Metallic) facilities will only be provided where available. 

3. Technical Specifications Packages 
Package MT- 

Purmeter 1 2 3  
DC Resistamce Between Ccmdwtom x x  
Loop Resistance X 
Shunt Capacitance X 

The technical speciEcations are de’heated in Technical Reference TR-NPL-000336. 

Compatiik channel interfaces are set foah in Technical Reference TR-NPL-000336. 
C. Channel Interfaces 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 0 

- E7.2 Service Descriptions (Cont’d) 
E7.2.1 Metallic (iz.k.a. Bellsouth SPA Metallic) Service (Cont’d) 

D. Optional Features and Functions 
1. Central Office Bridging Capability 

a. Three Premises Bridging - Provision of tip-to-tip and ring-to-ring connection in a central office of a metallic pair to 
a third customer designated premises. 

b. Series Bridging of up to 26 customer designated premises. 
The following table shows the technical specifications packages with which the optional features and functions are 
available. 

Three Premises Bridging 
Series Bridging 

Available with Technical 
Specifications Paeknge MT- 

1 2 3 

x x 
X 

/--- 

E7.2.2 Telegraph (a.k.a BelLSouth SPA Telegraph) Grade Service 
A. Basic Channel Description 

A Telegraph @.a Bellsouth SPA Telegraph) Grade channel is an unconditioned channel capable of transmitting binary 
signals at rates of O-75 baud or O-150 baud. This channel is furnished for half-duplex or duplex operation. Telegraph (&a 
BellSouth SPA Telegraph) Grade channels are provided between customer designated premises or between a customer 
designated premises and a Company Hub. Telegraph (uRa BellSouth SPA Telegraph) Grade service is not available for 
additions, new installations or moves of service. 

B. Technical Specifications Packages 

Package TG- 

Parameter 1 2 

Telegraph Distortion x x 

The technical specifications are delineated in Technical Reference TR-NPL-000336. 
C. Channel Interfaces 

Compatible channel interfaces are set forth in Technical Reference TR-NPL-000336. 
D. Optional Features and Functions 

1. Telegraph Bridging (two-wire and four-wire) 
The following table shows the technical specifications packages with which the optional features and functions are 
available. 

Telegraph Bridging 

Available with Technical 
Specifications Package TG- 

1 2 

x x PUBLIC SERVICE COPrlYiisSIOE, 
OF KEI\ITL'OKY 

EFFECTIVE 

PURSUANT TO 807 KAH 5011, 
SECT04 9 (7) 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (a.k.a. BellSouZh SPA DSO VG) Service 

A. Basic Channel Description 
A Voice Grade (ata. BelNouth SPA DSO VG) channel is a channel which provides voice frequency transmission capability 0 

in the nominal frequency range of 300 to 3000 Hz and may be terminated two-wire or four-wire. Voice Grade (&a 
BellSouth SPA DSO VG) channels are provided between customer designated premises or between a customer designated 
premises and a Company.Hub. 
Voice Grade (aka. BellSouth SPA DSO VG) Channels are classified as Voice Grade/Voice or Voice Grade/Data depending 0 

on the suitability of the technical specification package requested by the customer. Voice Grade (da. BellSouth SPA DSO 
VG) Technical Specification Packages I, 2, 3, 4, 5, 7, 8, 9, 11 and 12 are suitable for Voice Grade/Voice. The Technical 
Specification Packages 6 and 10 are suitable for Voice Grade/Data Service. 

/- 

PURSUANT TO 607 KAA 501 1, 
SECTION Y (1) 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE (r) 

r-- E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (&k.a. BellSouth SPA DSO VG) Service (Cont’d) 

B. Technical Specifications Packages 

0-l 

.- 

Parameter 
Attentuation Distortion 

C-Message Noise 

Echo Control 

Envelope Delay 
Distortion 

Frequency Shift 

Impulse Noise 

Intermodulation 
Distortion 

Loss Deviation 
Phase Jitter 
Signal-to-C 

Message Noise 

Signal-to-C 
Notch Noise 

Package VG- 
12 34 5 67 8 9 10 

xxxxxxxxxx 

xxxxxxx xx x 

xxx x xx 

xx xxx 
xxxx x 

xxx xxx 

xx xxx 
xxxxxxx xx x 

xx xxx 

X 

xxx xx x 

11 12 

x x 

x x 

x x 

x x 
x x 
x x 

X 

x x 

X 

x x 

The technical specifications for these parameters are delineated in Technical Reference TR-NPL-000335 and associated 
Addendum. 

C. Channel Interfaces 
The following channel interfaces for Voice Grade (u.k.a. BellSouth SPA DSO VG) service do not require signaling capability: CT) 
DA, DB, DD, DE, DS, NO, PR and TF. 
The following channel interfaces for Voice Grade (ak.a. BelLSouth SPA DSO VG) service require signaling capability: AB, CO 
AC, CT, DX, EA, EB, EC, EX, GO, GS, LA, LB, LC, LO, LR, LS, RV and SF. 
Compatible channel interfaces are set forth in Technical Reference TR-NPL-A and Associated Addendum following. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.2 Service Descriptions (Cont’d) 

(T) 

E7.2.3 Voice Grade (a.k.a. BellSouth SPA DSO VG) Service (Cont’d) 
D. Optional Features and Functions 

1. Central Office Bridging Capability 
a. Voice Bridging’ (two-wire and four-wire) 

b. Data Bridging* (two-wire and four-wire) 

c. Telephoto Bridging’ (two-wire and four-wire) 
Note 1: Voice Bridging is intended for use with VG2, 5 and 12. However, it may be used on VG6 and 

VGl 0 at a customers request. 

Note 2: Data Bridging is intended for use with VG6 and VGlO. However, it may be used on VG2, 5 
and 12 at a customers request. 

Note 3: Telephoto Bridging is intended for use on VGl 1. 
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KENTUCKY Cancels Second Revised Page 11 
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ISSUED: January 17,1997 EFFECTIVE: February 16,1997 
BY: EC. Roberts, Jr., President - KY 

Louisville, Kentucky 

E7. SPECIAL ACCESS A.K.A. BELLSOUTH SPA) SERVICE 0-l 

-~ E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (a.k.a. BellSouth SPA DSO VG) Service (Cont’d) CT) 

,--- 

D. Optional Features and Functions (Cont’d) 
d. Telemetry and Alarm Bridging 

= Split Band, Active Bridging 

2. Conditioning 
Conditioning provides more specific transmission characteristics for Voice Grade (u.hxz BellSouZh SPA DSO VG) 0 
services. C-Type conditioning controls attenuation distortion and envelope delay distortion. Sealing Current helps 
maintain continuity on dry metallic loops. 
For two-point services, the parameters apply to each service. For multipoint services, the parameters apply to each mid 
link or end link. C-Type conditioning and D-Conditioning may be combined on the same service. 
a. C-Type Conditioning 

C-Type Conditioning is provided for the additional control of attenuation distortion and envelope delay distortion 
on data services. The attenuation distortion and envelope delay distortion specifications for C-Type Conditioning 
are: 

Attentuation Distortion (Frequency Response) Relative to 1004 Hz 

Frequency Variation 
Range (Hz) WV 
504-2804 -1.0 tc + 3.0 
304-3004 -2.0 to + 6.0 

- 

Envelope Delay Distortion 

Frequeney Variation 
Range (Hz) (micro-seconds) 
1004 = 2604 Less than 501 
604-2604 Less than 1501 
504-2804 Less than 3001 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 0-I 

/” E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (a.k.a. BellSouth SPA DSO VG) Service (Cont’d) 

/--- 

,? 

D. Optional Features and Functions (Cont’d) 
2. Conditioning (Cont’d) 

b. Improved Attenuation Distortion 
Improved attenuation distortion is provided for additional control of attenuation distortion. The improved 
attenuation distortion specifications are: 

Attentuation Distortion (Frequency Response) Relative to 1004 Hz 

Frequency Variation 
Range (Hz) (W 
404-2804 -1 .o to +2.0 
304-3004 -1.0 to +3.0 

3004-3204 -2.0 to +6.0 

c. Improved Envelope Delay Distortion 

Improved envelope delay distortion is provided for additional control of envelope distortion. The improved 
envelope delay distortion specifications are: 

Envelope Delay Distortion 

Frequency Variation 
Range (Hz) (micro-seconds) 

1001-2604 Less than 101 
604-2604 Less than 301 
504-2804 Less than 3001 

d. Sealing Current Conditioning 
Sealing Current Conditioning is provided to help maintain continuity on dry metallic loops. It is usually associated 
with four-wire DA or NO type channel interfaces. 

3. Customer Specified Premises Receive Level 
This option allows the customer to specify the receive level at the Point of Termination for a two or four wire interface 
at the customer’s premises. For a two wire interface the customer must order an effective four wire channel and must 
specify a receive level within the range allowable for effective four-wire transmission. For a four wire interface the 
receive level specified must be within the range allowable for four wire transmission. The customer can order improved 
termination for a wider range of receive levels. The ranges are delineated in Technical Reference TR-NPL-000335. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 0 

r‘ E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (a.k.a. BellSouth SPA DSO VG) Service (Cont’d) 0 

D. Optional Features and Functions (Cont’d) 
4. Echo Control 

a. ELEPL 2 (Equal Level Echo Path Loss) 
On Effective Two-Wire Transmission at Four-Wire Point of Termination (applicable to each two-wire port): 
Provides for a fixed 600 ohm impedance, variable level range and simplex reversal. Company equipment is required 
at the customer’s premises where this option is ordered. Improved Return Loss parameters are delineated in 
Technical Reference TR-NPL-000335. 

b. Improved Return Loss 
On Effective Two-Wire Transmission at Two-Wire Point of Termination: Provides for more stringent Echo Control 
specifications. In order for this option to be applicable, the transmission path must be four-wire at one Point of 
Termination (POT) and two-wire at the other POT. Placement of Company equipment may be required at the 
customer’s premises with two-wire POT. The Improved Return Loss parameters are delineated in Technical 
Reference TR-NPL-000335. 

5. D-Conditioning 
D-Conditioning provides transmission characteristics suitable for data communications. Specifically, D-Conditioning 
provides for the control of Signal to C-Notched Noise Ratio and intermodulation distortion. It is available for two-point 
services or multipoint services. 
The signal to C-Notched Noise Ratio and intermodulation distortion parameters for D-Conditioning are: 
- Signal to C-Notched Noise Ratio is equal to or greather than 32dB 
- Intermodulation distortion: 

- Signal to second order modulation products (R2) is equal to or greater than 38dB 
- Signal to third order modulation products (R3) is equal to or greater than 42dB 

When a service equipped with D-Conditioning is used for voice communications, the quality of the voice transmission 
may not be satisfactory. D-Conditioning transmission characteristics are described in Technical Reference 
TR-NPL-000335 under the name Data Capability. 

6. Telephoto Conditioning 
Telephoto Conditioning provides transmission characteristics suitable for telephotographic communications. 
Specifically, Telephoto Conditioning is provided for the control of attenuation distortion and envelope delay distortion 
on telephotographic services. The attenuation distortion and envelope delay distortion parameters for Telephoto 
Conditioning are: 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

p E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (ak.a. Belcsouih SPA DSO VG) Service (Cont’d) 

D. Optional Features and Functions (Cont’d) 
6. Telephoto Conditioning (Cont’d) 

Attenuation Distortion 
(1004 Hz Reference) 

- Frequency Variation 
hvze (Hz) (W 

500-3000 -0.5to+1.5 

300-3200 - 1.oto+2.5 

Envelope Delay Distortion 

Frequency Variation 
Range (Hz) (m-9 
1000 - 2600 Lessthan 111 
800-2800 Less than 181 

7. Signaling Capability 
Signaling Capability provides for the process by which one customer premises alerts another customer premises on the 
same service with which it wishes to communicate. 

8. Improved Termination 
The Improved Termination option provides a fixed 600 ohm impedance, a variable level range and simplex reversal, 
when applicable, at the point of termination. Company equipment is required at the customer’s premises when this 
option is ordered. The Improved Termination parameters are delineated in Technical Reference TR-NPL-000335. 

9. Simplex Reversal 
The Simplex Reversal option physically turns over the simplex DC path presented at the four-wire point of termination 
when LO, LS, GO, GS, 8~ DX signaling is provided at the point of termination. 

10. FlexServ6 service (ak;a BelLSouth SPA Customer Reconfigurution) 0 
FlexServ@ service (afa BelEouth SPA Customer Reconfiguration) provides the customer the ability to monitor and CT) 
reconfigure Voice Grade (aka Bellsouth SPA DSO VG) service provided by the Company. FIexServ@ service (ak.a 
BellSouth SPA Customer Reconfiguration) is described in E7.4.12 following. Charges for this feature are contained in 
E7.5.16 following. 
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ISSUED: January 17,1997 
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..O BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
0-l 

- E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (a.k.a. BellSoulh SPA DSO VGj Service (Cont’d) 

CT) 

D. Optional Features and Functions (Cont’d) 

The following table shows the technical specifications packages with which the optional features and functions are available. 

C-Type Conditioning 

Improved Attentuation 
Distortion 

Improved Envelope 
Delay Distortion 

Central Oftlce 
Bridging 
Capability 

Customer Specified 
Premises Receive 
Level 

D-Conditioning 
Echo Control 

Improved Return 
Loss 

ELEPL2 

Flexserv” service (afa BelLYouth SPA CusfottttT Reconfiguration) 

Improved Termination 

Simplex Reversal 
Sealing Current 

Conditioning 

Signaling Capability 

Telephoto 
Conditioning 

Available with Technical 
Specifications Package VG- 

4 5 6 7 8 9 10 11 12 

xxxxx x 

12 3 

X 

x x 

x x 

x x ‘X 

xxx 

xxx 

xxx 

x x x 

x xxxx x 

xxxxx x 

x x xxx 

x x x 
xx x 

X 

X X 

xxxxxx xx 

xxxxxx x x x 

x x x 

X 

x x x 

X 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  
E7.2 Service Descriptions (Cont'd)  

E7.2.3 Voice Grade  (a.k.a. BellSouth SPA DS0 VG) Service (Cont'd)  
E.  Four-Wire/Two-Wire Conversions   

When a customer requests that an effective four-wire channel be terminated with a two-wire channel interface at the customer 
designated premises, a four-wire to two-wire conversion is required. The rate for the conversion is included as part of the basic 
Local Channel rate.  

F.  WATS Access Line (WAL) (a.k.a. BellSouth SPA WATS Line) service  
1.  Basic Channel Description  

A WATS Access Line (a.k.a. BellSouth SPA WATS Line) service (WAL) provides a channel for voice frequency 
transmission capability. The service provides a connection between a customer designated premises and a WATS serving 
office associated with the closed end of BellSouth SWA 8XX Toll Free Dialing Ten Digit Screening Service, WATS 
(a.k.a. BellSouth SPA WATS Line) or similar services. It is provided for use with BellSouth SWA FGD in the 
originating and terminating direction and BellSouth SWA FGA and BellSouth SWA FGB in the terminating direction 
and BellSouth SWA arrangement features as set forth in Section E6. preceding. The Company is currently unable to 
provide originating WATS (a.k.a. BellSouth SPA WATS Line) service through BellSouth SWA FGA and BellSouth 
SWA FGB.  Such service will be provided as specified in 2. and 3. following.  
The following shall apply to the Company's provision of WATS Access Line (a.k.a. BellSouth SPA WATS Line) 
service:  
a.  When the end user's serving wire center is not a WATS serving office, channel mileage charges will apply for a 

WATS access line  (a.k.a. BellSouth SPA WATS Line) extension (WALE) between the end user's serving wire 
center and the nearest WATS serving office.  

b.  When a customer, other than AT&T, orders originating WATS Access Line (a.k.a. BellSouth SPA WATS Line) 
service and the end user's serving wire center is a WATS serving office which is not equipped with equal access, the 
Company will provide the WAL service to the nearest equal access WATS serving office by use of a WALE and the 
channel mileage charges for the WALE will be waived.  

c.  When a customer other than AT&T orders originating WATS Access Line (a.k.a. BellSouth SPA WATS Line) 
service and the end user's serving wire center is not a WATS serving office and the nearest WATS serving office is 
not equipped with equal access, channel mileage charges for a WALE to the nearest WATS serving office will 
apply, as indicated in 1. preceding, but the Company will provide an additional WALE to the nearest WATS serving 
office equipped with equal access and the channel mileage charge for the additional WALE will be waived.  
WATS Access Line (a.k.a. BellSouth SPA WATS Line) service is arranged for either originating calling or 
terminating calling. It is provided with either rotary dial or dual tone multifrequency address signaling and either 
loop start, ground start, E & M or reverse battery supervisory signaling. The choice of the type of signaling is at the 
option of the customer and subject to the technical limitations identified in the Technical Reference 
TR-NPL-000334. WATS Access Line (a.k.a. BellSouth SPA WATS Line) service is provided as an effective 
two-wire, an effective four-wire or a DS1 (i.e., 1.544 Mbps) transmission path. The DS1 WAL is only available as a 
trunk side termination on suitably equipped electronic switch, e.g., 1/1A ESS with Digital Carrier Termination 
(DCT) or DMS-100 with a Line Trunk Unit (LTU).  

(D)

KENTUCKY
PUBLIC SERVICE COMMISSION
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EXECUTIVE DIRECTOR
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ISSUED: January 17,1997 EFFECTIVE: February 16, 1997 

- BY: EC. Roberts, Jr., President - KY 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

r‘ E7.2 Service Descriptions (Cont’d) 
E7.2.3 Voice Grade (a.k.a. BellSouth SPA DSO VGj Service (Cont’d) 

F. WATS Access Line (WAL) (ak.a BellSouth SPA WATS Line) service (Cont’d) 

0-l 

(-0 

2. Technical Specification Packages 

Parameters 

Attenuation Distortion 
Bit error rate 
C-Message Noise 
Echo Control 
Envelope Delay Distortion 
Frequency Shit? 
Impulse Noise 
Intermodulation Distortion 
Loss Deviation 
Phase Jitter 
Signal-to-C Notch Noise 

Package WAL - 

1 2 3 

x x 
X 

x x 

x x 
x x 

x x 

x x 
x x 

x x 
x x 

x x 

- 

The technical specifications are delineated in Technical Reference TR-NPL-000334. 

3. The following interfaces are available with WAL Service: 
LO, LS, DS, GO, GS, RV, EA, EB 
Compatible channel interfaces are set forth in Technical Reference TR-NPL-000334. 

4. Optional Features and Functions 
a. Two-wire and four-wire Central Office bridging capability. 

b. Improved two-wire voice transmission specifications. 

C. Certain other options associated with WAL services such as WATS Access Line (ak.a BeltSouth SPA WATS 0 

Line) Nonchargeable Termination Options and Common Switching Optional Features are available as defined in 
Section E6. preceding. 

d. One-way. 

- 

PURSUANTTO~Q~KA~?~IO.~~. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.2 Service Descriptions (Cont’d) 
E7.2.4 Wired Music Service 

,- 

A. Basic Channel Description 
A Wired Music channel is a channel specified in bandwidth for the transmission of a complex signal voltage. The actual 
bandwidth is a function of the channel interface selected by the customer. Only one-way transmission is provided. Wired 
Music channels are provided between customer designated premises and a Company Hub. 

B. Technical Specifications Packages 

Parameter Package AP- 
1 2 3 4 

Actual Measured Loss x x x x 
Amplitude Tracking 

Crosstalk xxxx 

Distortion Tracking 

Gain/Frequency 
Distortion xxxx 

Group Delay 
Noise x x x x 

Phase Tracking 
Short Term Gain 

Stability 

Short-Term Loss 

Total Distortion xxxx 

The technical specifications are delineated in Technical Reference TR-NPL-000337. 

C. Channel Interfaces 
The following channel interfaces (CIs) define the bandwidths that are available for a Wired Music channel: 

CI Bandwidth 

PG-3 Nominal frequency from 200 to 3500 Hz 
PG-5 Nominal frequency from 100 to 5000 Hz 
PG-8 Nominal frequency from 50 to 8000 Hz 

I-- 

/’ 

Compatible channel interfaces are set forth in Technical Reference TR-NPL-000337. 
D. Optional Features and Functions 

1. Central OfIice Bridging Capability 
Distribution Amplifier 

2. Gain Conditioning 
Control of 1004 Hz AML at initiation of service to Odb + or - 0.5 dB. 

PUBLIC SERVICE COMYiSSlOt, 
OF’ KEP!Tl!\;‘KY 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.2 Service Descriptions (Cont’d) 
E7.2.4 Wired Music Service (Cont’d) 

D. Optional Features and Functions (Cont’d) 
3. Stereo 

Provision of a pair of gain/phase equalized channels for stereo applications. (Additional AP channel must be ordered 
separately.) 
The following table shows the technical specifications packages with which the optional features and functions are 
available. 

Available with Technical Speciticntions Package AP- 

1 2 3 4 

Central Off~cc Bridging Capability 
x x x x 

ain Conditioning xx xx 

SteR.0 X 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
0 

F- E7.2 Service Descriptions (Cont’d) 
E7.2.5 Reserved For Future Use 

03 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

F- E7.2 Service Descriptions (Cont’d) 
E7.2.5 Reserved For Future Use 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

r- E7.2 Service Descriptions (Cont’d) 
E7.2.6 Resewed For Future Use 

E7.2.7 Digital Data Access (a.k.a. BellSouth SPA DSO Digital Data) Service (-0 

T-- 

A. Basic Channel Description 
A Digital Data (&.a. BellSouth SPA DSO Digital Data) channel is a channel for duplex four-wire transmission of (-0 
synchronous serial data at the rate of 2.4, 4.8, 9.6, 19.2, 56.0 or 64.0 Kbps. The actual bit rate is a function of the channel 
interface selected by the customer. The channel provides a synchronous service with timing provided by the Company 
through the Company’s facilities to the customer in the received bit stream. Digital Data (aka. BelLYouth SPA DSO Digitaf 
Data) channels are only available via Company designated Digital Data (d-a. BellSouth SPA DSO Digital Data) Hubs and 
are provided between customer designated premises or between a customer designated premises and a Company Digital Data 
(da. BellSouth SPA DSO Digital Data) Hub. 
A Hub termination charge applies per Digital Local Channel. This rate element covers the Hub functions (e.g., timing, testing) 
for the service. 

/- 

Secondary Channel Capability (SCC) is a derived companion digital transmission path that is independent of the primary data 
path and operates at a substantially lower bit rate. This derived channel allows the customer to perform network management 
functions during the normal operation of the network. This diagnostics channel utilizes a portion of a customer’s previously 
unavailable data bit stream allowing for the ability to remotely control and test the network and peripheral devices without 
taking the network out of service. Special customer equipment is necessary to utilize the benefits of the Secondary Channel. 
Customers not wishing to utilize this capability will not be impacted. Due to transmission equipment restrictions, Secondary 
Channel cannot be provided on 56.0 Kbps circuits that require the installation of loop repeater equipment for provision of 
service. Secondary Channel Capability, also, cannot be provided on 64.0 Kbps circuits, since all of the available bit stream 
will be used by the customer. 

0-l The customer will provide the Channel Service Unit-type equipment or other .Network Channel Terminating Equipment 
associated with the Digital Data (uka BellSouth SPA DSO Digital Data) channel at the customer premises. The interim 
program for interconnection of such equipment is set forth in Technical Reference PUB AS No. 1. 

B. Technical Specifications Packages 

Package DA- 

Parameter 1 2 3 4 5 6 

Error-Free Seconds xxxxxx 

The Company will provide a channel capable of meeting a monthly average performance equal to or greater than 99.875 
percent error-free seconds1 while the channel is in service, if it is measured through a CSU equivalent which is designed, 
manufactured, and maintained to conform with the specifications contained in Technical Reference PUB 623 10. 

Note 1: This channel performance does not apply when the Data Over Voice Channel option is used. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.2 Service Descriptions (Cont’d) 
E7.2.7 Digital Data (a.k.a BellSouth SPA DSO Digital Data) Service (Cont’d) CT) 

B. Technical Specifications Packages (Cont’d) 
Interface options and service objectives for Digital Data Access (&a. BellSouih SPA DSO Digital Data) service are 0 
delineated in Technical Reference TR-NPL-00034 1. 

C. Channel Interfaces 
The following channel interfaces (CIs) define the bit rates that are available for a Digital Data (ak.a BellSoufh SPA DSO CT) 

f- Digital Data) channel: 

CI Bit Rate 

DU-24(S)’ 2.4 Kbps 
DU48(S)’ 4.8 Kbps 
DU-96(S)’ 9.6 Kbps 
DU-19(S)’ 19.2 Kbps 

Note 1: (S) is an additional BellSouth designation for use when the optional Secondary Channel 
feature is required. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.2 Service Descriptions (Cont'd) 
E7.2.7 Digital Data Access (a.k.a. Bel/South SPA DSO Digitlll Dlltll) SerYice (Cont'd) 

C. Channel Interfaces (Cont'd) 

CI 
DU-56(S)1 

DU-64 

Bit Rate 
56.0 Kbps 

64.0 Kbps 

Compatible channel interfaces are set forth in Technical Reference TR-NPL-000-341. 

D. Optional Features and Functions 

I. Central Office Bridging Capability 

2. Secondary Channel Capability 

3. FlexServ® service (tt.k.a. Bel/South SPA Customer RecOJifiguration) 

FlexServ® service (tl.k.tl. BellSoutlt SPA Customer Reconjiguration) prO\ ides the customer the ability to monitor and 
reconfigure Digital Data Access (a.k.a. Bel/South SPA DSO Digital Data) service provided by the Company. FlexServ® 
service (a.k.tl. Bel/South SPA Customer Reconjiguration) is described in E7.4.12 following. Charges for this feature 
are contained in E7.5.16 following. 

4. 

The toll owing table shows the technical specifications packages with which the optional features and fi.mctions are available. 

Central Office Bridging 

Capability 

Secondary Channel Capability 

FlexServ" Service (a.k.a. BellS.mtll SPA Customer Reconjiguration) 

Available with Technical Specifications Package DA-

I 2 3 4 5 6 

X X X X X 

X X X X X 
X X X X X X 

(I)) 

lD! 

(D; 
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PSC KY. TARIFF 2E 
Second Revised Page 20.1 

Cancels First Revised Page 20.1 
EFFECTIVE: February 16, 1997 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.2 Service Descriptions (Cont’d) 

/- 

E7.2.8 High Capacity (a.k.a. BelLSouth SPA High Capaci@) Service 

A. Basic Channel Description 
A High Capacity (ak.a BellSouth SPA High Capacity) channel is a channel for the transmission of nominal 64.0 Kbps’ or 
1.544, 3.152, 6.3 12, or 44.736 Mbps isochronous serial data. The actual bit rate is a function of the channel interface selected 
by the customer. High Capacity (ak.a BellSouth SPA High Capaci@) channels are provided between customer designated 
premises or between a customer designated premises and a Company Hub. 
The customer will provide the Network Channel Terminating Equipment associated with the High Capacity (‘Ra, BellSouth 
SPA High Capacity) channel at the cutomer’s premises. The interim program for interconnection of such equipment is set 
forth in Technical Reference PUB AS No. 1. 

B. Technical Specifications Packages 

Package HC- 

Parameters 0 1 1c 2 3 
Error-Free Seconds X 

A channel with technical specifications package HCl will be capable of an error-free second performance of 98.75 percent 
over a continuous 24 hour period as measured at the 1.544 Mbps rate through a CSU equivalent which is designed, 
manufactured, and maintained to conform with the specifications contained in Technical Reference TR-NPL-000054. 

Note 1: Available only as a cross connect (through connection) of two 2.4, 4.8, 9.6, 19.2, 56.0 or 64.0 
Kbps channels of two 1.544 Mbps facilities to a Digital Data (ak.a BellSouth SPA DSO 
Digitat Duta) Hub(s). The customer must provide system and channel assignment data. 

/- 

fEf3 1 6 1997 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE

E7.2 Service Descriptions (Cont'd)
E7.2.8 High Capacity (a.k.a. BellSouth SPA High Capacity) Service (Cont'd)

C. Channel Interfaces

The following channel interfaces (CIs) define the bit rates that are available for a High Capacity (a.k.a. Bel/South SPA High
Capacity) channel:

CI Bit Rate
OS-IS' 1.544 Mbps (051)
OS-31 3.152 Mbps(OSIC)
OS-44 44.736 Mbps (OS3)
05-63 6.312 Mbps (OS2)

Compatible channel interfaces are set forth in E7.3.1 following.

O. Optional Features and Functions

I. ~

(D)

2. Clear Channel Capability

a. Clear Channel Capability (CCC) is an arrangement that alters a OS1/1.544 Mbps signal with unconstrained
information bits, to meet pulse density requirements outlined in TR-NPL-000054 and TA-TSY-000342. This will
allow a customer to transport an all zero octet over a OS 1/1.544 Mbps High Capacity (a.k.a. BellSouth SPA DSI)
channel, providing an available combined maximum 1.536 Mbps data rate. This arrangement requires the customer
signal at the channel interface to conform to Bipolar with 8 Zero Substitution (B8ZS) line code as described in
TR-NPL-000054 and TA-TSY-000342.

b. CCC is provided on OSlI1.544 Mbps High Capacity (a.k.a. BellSouth SPA DSl) channels between two customer
designated premises or between a customer-designated premises and a Company Hub location and is subject to the
availability offacilities. This optional feature may be ordered at the same time the OS 1/1.544 Mbps High Capacity
(a.k.a. Bel/South SPA DSl)channel is ordered, or it may be ordered as an additional feature ofan existing channel.

c. When providing CCC via a OS3/44.736 Mbps High Capacity (a.k.a. Bel/South SPA DS3) channel, that OS3
channel must be designated, in Company records, as having Clear Channel Capability prior to the provisioning of a
OSI/1.544 Mbps High Capacity (a.k.a. Bel/South SPA DSl) channel with CCC. Customers must agree to
out-of-service periods required to add this feature to; I) an existing OSI/1.544 Mbps High Capacity (a.k.a.
Bel/South SPA DSI) channel or 2) a OS3/44.736 Mbps High Capacity (a.k.a. Bel/South SPA DS3) channel which
transports a OS 1/1.544 Mbps High Capacity (a.k.a. BellSouth SPA DSl) channel, to be optioned for B8ZS.

3. Transfer Arrangement

An arrangement that affords the customer an additional measure of flexibility in the use of their access channel(s). The
arrangement can be utilized to transfer a leg of a Special Access (a.k.a. BellSouth SPA) service to either a spare or
working channel that terminates in either the same or a different customer premises. A key activated or dial up control
service is required to operate the transfer arrangement. A spare channel, if required, is not included as part of the option.

Note I: A 64.0 kbps channel is available as a channel(s) of a 1.544 mbps facility to a Company Hub.
KENTUCKY
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

n E7.2 Service Descriptions (Cont’d) 
E7.2.8 High Capacity (a.k.a. Be&Youth SPA High Cupacily) Service (Cont’d) 

D. Optional Features and Functions (Cont’d) 

,-- 

4. Channelization 
a. DS3 to DSl 

An arrangement that channelizes a 44.736 Mbps channel to 28 DSl channels. 

b. DS2 to DSl 

An arrangement that channelizes a 6.3 12 Mbps channel to four DSl channels. 

c. DSlC to DSl 
An arrangement that channelizes a 3.152 Mbps channel to two DSl channels. 

d. DSl Basic Channelization System 
An arrangement that channelizes a 1.544 Mbps channel to a maximum of twenty-four 64.0 Kbps channels that may 
be used to activate both analog and digital services, e.g., voice grade, wired music and digital data access service. A 
DSl Basic Channelization System requires a Central Office Channel Interface for each channel of lesser capacity. 

e. DSO Basic Channelization System 
An arrangement that channelizes a 64.0 Kbps channel to subspeeds of up to twenty 2.4 Kbps, ten 4.8 Kbps, or five 
9.6 Kbps channels. A DSO Basic Channelization System requires a Central Office Channel Interface for each 
channel of lesser capacity. 

5. Channel Interface 
a. DS 1 Level Central Office Channel Interface 

An arrangement for the connection of DSl (1.544 Mbps) channels to higher order DS3 (44.736 Mbps) services in 
Company central office locations. 

b. DSl Level Customer Channel Interface 

An arrangement for the connection of DSl (1.544 Mbps) channels to higher order DS3 (44.736 Mbps) services at 
customer locations. 

c. DSO Level Central Office Channel Interface 

An arrangement for the connection of VG/DSO (2.4-64.0 Kbps) channels to higher order DS 1 (1.544 Mbps) services 
in Company central office locations. 

d. Subrate Level Central Office Channel Interface 

An arrangement for the connection of subrate (2.4-9.6 Kbps) channels to higher order DSO (64.0 Kbps) services in 
Company central office locations. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  
E7.2 Service Descriptions (Cont'd) 

E7.2.8 High Capacity (a.k.a. BellSouth SPA High Capacity) Service (Cont'd) 
D.  Optional Features and Functions (Cont'd) 

6.  FlexServ® service (a.k.a. BellSouth SPA Customer Reconfiguration) 
FlexServ® service provides the customer the ability to monitor and reconfigure High Capacity (a.k.a. BellSouth SPA 
High Capacity) service provided by the Company. FlexServ® service (a.k.a. BellSouth SPA Customer Reconfiguration) 
is described in E7.4.12. Charges for this feature are contained in E7.5.16.  
The following table shows the technical specifications packages with which the optional features and functions are 
available.  

   Available With Technical Specifications Package HC-  
    0     1     1C     2     3  
          
 Channelization:    
   DS3 to DS1                                X  
   DS2 to DS1                         X  
   DS1C to DS1                  X  
   DS1 Basic Channelization System        X  
   DS0 Basic Channelization System1  X  
   Transfer Arrangement        X  
 Clear Channel Capability        X  
 FlexServ® Service (a.k.a. BellSouth SPA Customer Reconfiguration X    X  

 
E7.2.9 Reserved for Future Use 
E7.2.10 Reserved for Future Use 
E7.2.11 Reserved for Future Use 
E7.2.12 Reserved for Future Use 

E7.2.13 Reserved for Future Use 
 
 
 
 
 
 
 
 

Note 1:  Available only on 64.0 Kbps DDAS  (a.k.a. BellSouth SPA DS0 Digital Data) service or on a 
DS1 (1.544 Mbps) channel with Clear Channel Capability to a Company hub.  

(T)

(D)

(D)

(D)
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E7. SPECIAL. ACCESS (AKA. BELLSOUTH SPA] SERVICE 
E7.2 Service Descriptions (Cont'd) 
E7.2.14 (DELETED) 
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E7. SPECIAL ACCESS ( A K A  BELLSOUTH SPA) SERVICE 
7.2 Service Descriptions (CowQd) 
E7.2.14 (DELETED) (Coart'd) 
E7.2.15 Derived Data Channel (a.k.a. BellSouth SPA Derived Data Channel) Sewice 

A. Basic §crvicc Description 
Derived Data Channel (aka. B ~ l l S ~ u t h  SPA Derived Data Channel) service (DDCS) provides full-dnplcx asyllfhronons or 
synchronous data transmission utilizing data over voice and subrate multiplexing technology. DDCS (aka BellSoutb SPA 
Derived Data Channel) provides sbultaneous data and voice transmissions over the customr's existing two-WirC local 

At the cnsto~r's serving Wire center the W o i c e  terminating equipment provides subrate multiplexing into a standard 
DSO-B interface for a group composed of a maximum of twenty derived data channels. The customu's derived data channel 

. This association requires coordination between the subscriber of the derived data 
interface. An interoffice channel is provided for intercomedon of the subrate 

wire center of a customer designated premises. 
ata Channel) is provided subject to the availability of appropriate nehvodc facilities 
sion limitations ofthe facilities and equipment used by the Company. 

The cnstomer will be responsible for seleding his own Customer Premises Equipment (CPE). CPE must k compatible with 
the Company provided terminating equipment at the serving wire center. 

A derived data channel is provided between the customer's premises and the cwtomcr's seFling wire center. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.2 Service Descriptions (Cont’d) 
E7.2.15 Derived Data Channel (a.k.a. BellSouth SPA Derived Data Channel) Service (Cont’d) 

B. Channel Interfaces 
The following channel interface (Cl) is available for DDCS (a.k.a. BellSouth SPA Derived Data Channel). 

Cl 

LDVS.BA 

Blt Rate 

2.4 Kbps, Digital Data Over Voice 

Compatible channel interface specifications are contained in BellSouth Technical Reference Publication 73548 for data/voice 
multiplexing equipment and BellSouth Technical Reference 73548, Addendum I, for the DSO-B interface. These publications 

are available from the Information Exchange Manager, BellSouth Telecommunications, Inc., Documentations Operations, 
North WSAI, 3535 Colonnade Parkway, Birmingham, Alabama 35243. 

(T 

(hi 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  
E7.2 Service Descriptions (Cont'd)  

E7.2.16 SMARTRing® Service (a.k.a. BellSouth Dedicated Ring) 
A. Self-healing Multi-nodal Alternate Route Topology Ring  

1. SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is a dedicated, high capacity, network designed to provide 
increased reliability and functionality via a self-healing ring topology between multiple customer designated locations 
and Company Central Offices where facilities can be made available as determined by the Company.  This network 
consists of fiber routed through local, alternate central office, internodal and/or interoffice channel facilities that transmit 
DS1, DS3, STS-1, OC-3, OC-12, OC-48 and/or 1000 Mbps channel services simultaneously over primary and alternate 
paths between customer designated locations and Company Central Offices.  This ring topology will continually monitor 
DS1, DS3, STS-1, OC-3, OC-12, OC-48 and/or 1000 Mbps service quality, detect any failure within the system, and 
automatically self-heal around a point of failure to ensure the flow of DS1, DS3, STS-1, OC-3, OC-12, OC-48 and/or 
1000 Mbps services between locations within the network.  

2. SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available at OC-1, OC-3, OC-3+ OC-12, OC-48, OC-48+, 
OC-192 and OC-192+ capacities.  

3. OC-1 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available only in Overlay Ring Arrangements riding 
the customer's host OC-12, OC-48, or OC-48+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring).  The OC-1 
SMARTRing® service (a.k.a. BellSouth Dedicated Ring) shares the transport of its host SMARTRing® service (a.k.a. 
BellSouth Dedicated Ring).  OC-1 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) provides an equivalent 
capacity of 28 DS1s or one STS-1.  When an OC-1 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) overlays an 
OC-12, OC-48, or OC-48+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring), an OC-1 channel interface is 
required. 

4. OC-3 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available as an individual service or in an Overlay Ring 
Arrangement riding the customer's host OC-12, OC-48, OC-48+, OC-192 or OC-192+ SMARTRing® service (a.k.a. 
BellSouth Dedicated Ring).  OC-3 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) provides an equivalent 
capacity of 3 DS3s, or any combination thereof not to exceed an OC-3 capacity.  
Channel Interface Reallocation allows the customer to reallocate STS-1, DS3 and/or DS1 capacities to OC-3 nodes 
subsequent to the initial configuration of an OC0-3 ring.           

5. OC-3+ SMARTRing®(1) service (a.k.a. BellSouth Dedicated Ring) is available as an individual service, or in combination 
with OC-12 SMARTRing® service (a.k.a. BellSouth Dedicated Ring), or in an Overlay Ring Arrangement riding the 
customer's host OC-48, OC-48+, OC-192 or OC-192+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring).  OC-3+ 
SMARTRing® service (a.k.a. BellSouth Dedicated Ring) provides an equivalent OC-3 capacity, not to exceed 3 DS3s at 
each node, with a maximum ring capacity of 12 DS3s, not to exceed an OC-12 ring capacity.      

6. When a customer orders OC-3+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring) in combination with OC-12 
SMARTRing® service (a.k.a. BellSouth Dedicated Ring), capacity and channel interface availability at each Customer 
Node and Central Office Node location is determined by the size node ordered by the customer. 

7. OC-12 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available as an individual service, or in combination 
with OC-3+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring), or in an Overlay Ring Arrangement riding the 
customer's host OC-48, OC-48+, OC-192 or OC-192+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring).  OC-12 
SMARTRing® service (a.k.a. BellSouth Dedicated Ring) provides an equivalent capacity of 12 DS3s.   

8. OC-48 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available as an individual service, or in an Overlay 
Ring Arrangement riding the customer's host OC-192 or OC-192+ SMARTRing® service (a.k.a. BellSouth Dedicated 
Ring), or with overlaying rings in capacities of OC-1, OC-3, OC-3+ and/or OC-12.  OC-48 SMARTRing® service (a.k.a. 
BellSouth Dedicated Ring) provides an equivalent capacity of 48 DS3s.   

9. OC-48+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available as an individual bi-directional service, or in 
an Overlay Ring Arrangement riding the customer's host OC-192 SMARTRing® service (a.k.a. BellSouth Dedicated 
Ring), or with overlaying rings in capacities of OC-1, OC-3, OC-3+ or OC-12.  It provides equivalent capacity of 24 
DS3s between consecutive node locations on the ring.  The maximum capacity of the OC-48+ SMARTRing® service 
(a.k.a. BellSouth Dedicated Ring) is determined by the number of Customer and Central Office nodes on the ring. 

10. OC-192 SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available as an individual service, or with overlaying 
rings in capacities of OC-3, OC-3+, OC-12, OC-48 and /or OC-48+.  OC-192 SMARTRing® service (a.k.a. BellSouth 
Dedicated Ring) provides an equivalent capacity of 192 DS3s.   

11. OC-192+ SMARTRing® service (a.k.a. BellSouth Dedicated Ring) is available as an individual bi-directional service, or 
with overlaying rings in capacities of OC-3, OC-3+, OC-12 and /or OC-48.  It provides equivalent capacity of 96 DS3s 
between consecutive node locations on the ring.  The maximum capacity of the OC-192+ SMARTRing® service (a.k.a. 
BellSouth Dedicated Ring) is determined by the number of Customer and Central Office nodes on the ring. 
 

(1) Effective July 4, 2015, the Company will accept only disconnect orders for OC-3+ SMARTRing service (a.k.a. BellSouth 
SPA Dedicated Ring), including orders associated with existing service.  Move, add or change orders will no longer be 
accepted. 

(N)

(N)
(N)
(N)
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  

E7.2 Service Descriptions (Cont'd)  
E7.2.16 SMARTRing Service (a.k.a. BellSouth Dedicated Ring) (Cont'd) 

A. Self-healing Multi-nodal Alternate Route Topology Ring (Cont'd) 

12. SMARTRing service (a.k.a. BellSouth Dedicated Ring) Channel Interfaces are available as follows: 

  Nodes 
 Channel Interfaces OC-1 OC-3 OC-3+ OC-12 OC-48 OC-48+ OC-192 OC-192+ 

 DS1 Yes Yes Yes No1 No1 No1 No1 No1 
 DS3 No Yes Yes Yes Yes Yes Yes Yes 

 STS-1 Yes Yes Yes Yes Yes Yes Yes Yes 
 OC-12 No No No Yes Yes Yes No No 

 OC-3 No No No Yes Yes Yes Yes Yes 
 OC-12 No No No No Yes Yes Yes Yes 

 28 DS1 Channel System (DS3) No Yes Yes Yes Yes Yes Yes Yes 
 28 DS1 Channel System (STS-1) No Yes Yes Yes Yes Yes Yes Yes 
 1000 Mbps No No No No Yes3 Yes3 Yes Yes 

 100 Mbps BellSouth Metro Ethernet 
Backbone4 

No No No Yes Yes Yes Yes Yes 

 1000 Mbps BellSouth Metro 
Ethernet Backbone 

No No No No Yes Yes Yes Yes 

 Fractional 1000 Mbps at 150 Mbps, 300 
Mbps or 450 Mbps BellSouth Metro 
Ethernet Backbone5 

No Yes Yes Yes Yes Yes Yes Yes 

 Fractional 1000 Mbps at 600 Mbps 
BellSouth Metro Ethernet Backbone5 

No No No No Yes Yes Yes Yes 

13. SMARTRing service (a.k.a. BellSouth Dedicated Ring) Overlay Ring Arrangements are available as follows:  

        Overlaying SMARTRing service  
       (a.k.a. BellSouth Dedicated Ring) 

Host SMARTRing service  
(a.k.a. BellSouth Dedicated Ring) 

  OC-12 OC-48 OC-48+ OC-192 OC-192+ 

                             OC-1 X X X X X 
                             OC-3 X X X X X 

                             OC-3+  X X X X 
                             OC-12  X X X X 
                             OC-48    X X 
                             OC-48+     X 

14. SMARTRing service (a.k.a. BellSouth Dedicated Ring) is connectible at Company Central Offices to any 44.736 Mbps 
and/or 1.544 Mbps services as provided in Section E7. of this Tariff.  Rates and charges for such other services are as set 
forth in the applicable sections of this tariff for such other services. 

15. Shared Network Arrangements will not be provided with SMARTRing service (a.k.a. BellSouth Dedicated Ring) at the 
ring level.  Shared Network Arrangements as defined in E2.6 preceding apply to DS1 channel interfaces only.  

The customer must provide suitable floor space, controlled environment, and source of non-switched suitable power to 
support this service.  

16. Where the customer provides two separate entrance facility cable routes for SMARTRing service (a.k.a. BellSouth 
Dedicated Ring), the primary and alternate entrance facilities will be separate and will enter the customer node over such 
different routes. When the customer requests a connection at a Customer Node via two local channels and Company 
facilities do not exist for the second Local Channel, the Company may provide an equivalent second Local Channel via 
an existing alternate route.  When facilities become available for the second Local Channel, the Company may rearrange 
the alternate route at any time.  

Note 1:  DS1 interfaces are available via OC-1, OC-3, and OC-3+ Overlay Ring Arrangements or 28 DS1 
Channel Systems only. 

Note 2:  OC-1 interfaces are only available for use with OC-1 Overlay Ring Arrangements. 

Note 3:  1000 Mbps interfaces are only available for rings installed after November 28, 2003. 1000 Mbps 
transport channel interfaces do not contain any monitoring capability above the physical layer.  

Note 4: 100 Mbps BellSouth Metro Ethernet Backbone interfaces are further defined regarding the number of 
STS-1s utilized in conjunction with the interface. 

Note 5: Interface availability is based on equipment capability. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  

E7.2 Service Descriptions (Cont'd)  
E7.2.16 SMARTRing Service (a.k.a. BellSouth Dedicated Ring) (Cont'd) 

A. Self-healing Multi-nodal Alternate Route Topology Ring (Cont'd) 

17. When the distance between nodes on a SMARTRing service (a.k.a. BellSouth SPA Dedicated Ring) is such that optical 
signal regeneration is required, then regeneration equipment will be provided at no additional charge to the customer to 
assure proper operation of the service.  In some cases regeneration will be provided via SONET Add/Drop equipment 
called a Regeneration Node. A Regeneration Node does not contain the capability to add or drop services.  Accordingly, 
FlexServ service (a.k.a. BellSouth SPA Customer Reconfiguration) Customer Network Management may not be ordered 
with a Regeneration Node, however, a customer may monitor a Regeneration Node via the FlexServ service (a.k.a. 
BellSouth SPA Customer Reconfiguration) Customer Network Management Surveillance option when a customer has 
established surveillance for a ring. Regeneration Node Surveillance is provided as a part of the charges associated with 
the customer’s ring level FlexServ service (a.k.a. BellSouth SPA Customer Reconfiguration) Customer Network 
Management Surveillance. Regeneration Node and Regeneration Node Surveillance, as applicable, will appear on a 
customer’s records as non-rated USOC(s), as follows: 

USOC 
 Regeneration Node, all ring capacities, non-rated       SHNRD 

 Regeneration Node Surveillance, all ring capacities, non-rated    SHNRS 

18. Effective February 16, 2007, Shared Node Interconnection is available, based on equipment capability, whereby two 
SMARTRing service arrangements belonging to the same customer may share a node in a central office that is common 
to both rings. Shared Node Interconnection capability is available based on equipment capability.  With Shared Node 
Interconnection, one of the rings (i.e., the larger capacity ring) is considered the Primary Ring and the other ring is 
considered the Secondary Ring.  Primary Rings may be an OC-12, OC-48 or an OC-192 ring.  A Secondary Ring is 
always a lower capacity ring than that of the Primary Ring.  The various Shared Node Interconnection service 
arrangements that are available are as follows: 

Shared Node 
Interconnection Primary 

Ring Capacity 

Shared Node Interconnection 

 Secondary Ring Capacity Available For Use With Primary Rings 

 OC-3 OC-12 OC-48 OC-48+ 

OC-12 X    

OC-48 X X   

OC-192 X X X X 

  

 With Shared Node Interconnection, the Primary Ring shall have a Central Office Node and the Secondary Ring shall 
have a Shared Node Interconnection Central Office Node in the central office associated with the ring interconnection.  
For the Secondary Ring, a Shared Node Interconnection Central Office Node is considered toward meeting the three 
node minimum requirement for the Secondary Ring.  This shared node will utilize capacity of the Primary Ring node, 
based on the size of the Secondary Ring, and will count toward the capacity the customer has available at the location.  
Should the customer require more capacity at a shared node central office location than is available on the Primary Ring 
node, then additional billable service components will be required. 

 Only one Shared Node Interconnection arrangement is available for an individual Central Office Node on a Primary 
Ring. 

 Reconfiguration is not allowed at central office nodes that are configured for Shared Node Interconnection. 

B. Technical Specifications Packages 

1. The compatibility requirements, technical specifications, and generic requirements for SMARTRing service (a.k.a. 
BellSouth Dedicated Ring) terminated at the customers designated locations are referenced in Technical Reference ANSI 
T1.404-1994, ANSI T1.403-1989 and ANSI T1.105-1991.  

2. DS3 interface combinations and technical specifications are referenced in Bellcore TR-INS-000342. 

3. DS1 interface combinations and technical specifications are referenced in Bellcore TR-NPL-000054. 

4. STS-1, OC-1, OC-3, and OC-12 interface combinations and technical specifications are referenced in BellSouth 
Telecommunications, Inc. Technical Reference TR-73582. 

5. These self-healing multi-nodal DS3 high capacity (a.k.a. BellSouth SPA DS3) service channels have a long term 
performance objective of 99.5 percent error-free seconds and a severely errored second (SES) objective of less than 0.009 
percent SES when the circuit is available.  Self-healing multi-nodal DS1 high capacity (a.k.a. BellSouth SPA DS1) 
service channels have a long term performance objective of 99.95 percent error-free seconds. 

E7.2.17 Reserved For Future Use 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  
E7.2 Service Descriptions (Cont'd)  

E7.2.18 BellSouth Metro Ethernet Service 
A. BellSouth Metro Ethernet service is a high-speed packet transport that is based on Ethernet transmission parameters. BellSouth 

Metro Ethernet service provides various transport capabilities that range from 2 Mbps through 1 Gbps with capabilities for 
basic, premium and virtual arrangements that may be used to meet individual customer needs. 

B. BellSouth Metro Ethernet service signals meet IEEE 802.3, 802.3u, or 802.3z standards.  BellSouth Metro Ethernet service 
also uses 802.1Q VLAN tagging and stacking for certain service configurations contained herein.  Technical requirements for 
interfaces with customer premises equipment (CPE) are contained in ANSI/IEEE 802.3-2002 Specifications.  

C. BellSouth Metro Ethernet service interface specifications are set forth in BellSouth Technical Reference TR-73632. Technical 
limitations associated with provisioning 2 Mbps, 4 Mbps and 8 Mbps BellSouth Metro Ethernet Connections based upon 
distance from the customer’s premises to serving wire center and equipment configurations exist and are also set forth in TR-
73632. 

D. The rates and charges set forth in E7.5.22 following for BellSouth Metro Ethernet service provide for the furnishing of service 
in certain metropolitan areas where suitable Company facilities are available. In locations where BellSouth Metro Ethernet 
service is not available, special construction charges may apply. 

E. A LAN (local area network) is a communications network spanning a limited geographical area. A LAN connects computers 
and other peripheral equipment for data communications purposes within a building or campus environment. 

F. A VLAN (virtual local area network) is a logical grouping of Metro Ethernet connections that allows data transmission 
between such connections to occur as if all connections are on the same physical LAN. 

G. Metro Ethernet is a service where Local Area Networks (LANs) send bi-directional Ethernet traffic to other LANs on an 
Ethernet Wide Area Network (WAN). Ethernet is one of the most widely deployed LAN/WAN standards. BellSouth Metro 
Ethernet service supports IEEE Standard 802.3, 802.3u and 802.3z transmission standards. 

H. A Metro Ethernet Customer Network is defined as the set of interconnected Metro Ethernet connections assigned to the same 
VLAN within the BellSouth core network. Premium Connections that include the Q-Forwarding optional feature described in 
O. following and Virtual Connections that include the VLAN Aggregation optional feature described in P. following may be 
part of more than one Metro Ethernet Customer Network. 

I. A Basic BellSouth Metro Ethernet service Connection provides 2 Mbps, 4 Mbps, 8 Mbps, 10 Mbps, 100 Mbps and 1 Gbps 
Ethernet capabilities that are a part of a BellSouth Metro Ethernet service network within a metropolitan area.  Basic BellSouth 
Metro Ethernet service is a best effort service with service capabilities that are affected by overall traffic on the Basic 
BellSouth Metro Ethernet service network and is suitable for data transmission only. 
A Basic BellSouth Metro Ethernet service connection operating at any of these speeds is capable of interconnecting with other 
Basic BellSouth Metro Ethernet service Connections that are operating at any of these speeds in the same metropolitan area. 
A Basic BellSouth Metro Ethernet service connection provides data channel transport that connects customer premises1 that 
are 10 miles or less in distance from the BellSouth Metro Ethernet service wire center associated with the Basic BellSouth 
Metro Ethernet service Connection. Customer locations1 greater than 10 miles from the Basic BellSouth Metro Ethernet 
service wire center also require BellSouth Metro Ethernet service Additional Mileage charges. 

 
 
Note 1: And as alternatively set forth in E7.4.32.A.5. and 6. following. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  

E7.2 Service Descriptions (Cont'd)  
E7.2.18 BellSouth Metro Ethernet Service (Cont’d) 

J. A Premium BellSouth Metro Ethernet service Connection provides 2 Mbps, 4 Mbps, 8 Mbps, 10 Mbps, 20 Mbps, 50 Mbps, 
100 Mbps, 250 Mbps, 500 Mbps and 900 Mbps Ethernet capabilities that are a part of a BellSouth Metro Ethernet service 
network within a metropolitan area.  Premium BellSouth Metro Ethernet service provides the ability to order Ethernet Service 
with improved service characteristics to meet customer needs regarding the assurance of bandwidth availability. 

Premium BellSouth Metro Ethernet service provides customer capabilities to assure service characteristics via ordering a 
Committed Bandwidth (CBW). A CBW is the minimum bandwidth across the BellSouth Metro Ethernet service network 
within a metropolitan area between a customer’s Premium BellSouth Metro Ethernet service locations. 

Premium BellSouth Metro Ethernet service Connections are available with “Fixed” and “Burst” capabilities unless specified 
otherwise1.  With the Fixed arrangement, Premium BellSouth Metro Ethernet service Connections will have the bandwidth 
ordered (e.g., 10 Mbps) available across the BellSouth Metro Ethernet service network.  With the Burst arrangement, Premium 
BellSouth Metro Ethernet service Connections will have the ability to send burst of data above their CBW rate, if network 
capacity and facilities are available.  For example, a 10 Mbps, a 20 Mbps and a 50 Mbps Connection may Burst up to 100 
Mbps, while a 100 Mbps, a 250 Mbps and a 500 Mbps Connection may Burst up to 1 Gbps. 

A Premium BellSouth Metro Ethernet service Connection operating at any of these speeds is capable of interconnecting with 
other Premium BellSouth Metro Ethernet service Connections that are operating at any of these speeds in the same 
metropolitan area. 

A Premium BellSouth Metro Ethernet service Connection provides data channel transport that connects customer premises2 
that are 10 miles or less in distance from the BellSouth Metro Ethernet service wire center associated with the Premium 
BellSouth Metro Ethernet service Connection.  Customer locations2 greater than 10 miles from the Premium BellSouth Metro 
Ethernet service wire center also require BellSouth Metro Ethernet service Additional Mileage charges. 

 

Note 1: Premium Connections at 2 Mbps, 4 Mbps, 8 Mbps and 900 Mbps are available only as Fixed 
arrangements (i.e., “Burst” capability is not available). 

Note 2: And is alternatively set forth in E7.4.32.A.5. and 6. following. 
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E7.2 Service Descriptions (Cont'd)  

E7.2.18 BellSouth Metro Ethernet Service (Cont’d) 
K.  

 
 
 
 
 
 

L. A Virtual BellSouth Metro Ethernet Service Connection provides 2 Mbps, 4 Mbps, 8 Mbps, 10 Mbps, 20 Mbps, 50 Mbps, 80 
Mbps, 100 Mbps, 200 Mbps, 300 Mbps, 450 Mbps, 600 Mbps, 750 Mbps and 900 Mbps Ethernet capabilities that are a part of 
a BellSouth Metro Ethernet Service network within a metropolitan area.  Virtual BellSouth Metro Ethernet Service provides 
the ability to order Ethernet Service where a single customer connection can support multiple applications with varying Quality 
of Service (QoS) features and Classes of Service. 
Virtual BellSouth Metro Ethernet Service provides customer capabilities to support different Classes of Service (CoS) (i.e., 
Real-Time, Interactive, Business Critical and Best Effort as described in E7.2.18.T) over the same Connection and offers 
customers increased flexibility to match bandwidth to their real needs for voice/data/video applications on each Connection.  
The customer orders the percentage of their Virtual BellSouth Metro Ethernet Service Connection bandwidth that will be 
allocated for each class of service. 
For each Virtual Connection, the customer’s bandwidth will be limited to the fixed speed associated with each CoS level 
specified in the CoS profile selected for the Virtual Connection. 
A Virtual BellSouth Metro Ethernet Service Connection operating at any of these speeds is capable of interconnecting with 
other Virtual BellSouth Metro Ethernet Service Connections that are operating at any of these speeds in the same metropolitan 
area. 
A Virtual BellSouth Metro Ethernet Service Connection provides data channel transport that connects customer premises1 that 
are 10 miles or less in distance from the BellSouth Metro Ethernet Service wire center associated with the Virtual BellSouth 
Metro Ethernet Service Connection.  Customer locations1 greater than 10 miles from the Virtual BellSouth Metro Ethernet 
Service wire center also require BellSouth Metro Ethernet Service Additional Mileage charges. 

 
Note 1:  And as alternatively set forth in E7.4.32.A.5. and 6. following. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  
E7.2 Service Descriptions (Cont'd)  

E7.2.18 BellSouth Metro Ethernet Service (Cont’d) 
M. BellSouth Metro Ethernet service Additional Mileage charges associated with a BellSouth Metro Ethernet service Connection 

apply when the total distance from the customer premises1 to the BellSouth Metro Ethernet service wire center associated with 
the service serving the customer premises1 is greater than 10 miles in length.  The additional mileage is measured in airline 
miles from the customer premises1 to the BellSouth Metro Ethernet service wire center associated with the BellSouth Metro 
Ethernet service.  Fractions of miles will be considered as a whole mile. 
BellSouth Metro Ethernet service Additional Mileage charges apply to Basic, Premium and Virtual BellSouth Metro Ethernet 
service based on the service’s speed and the total distance associated with the data channel.  The BellSouth Metro Ethernet 
service Additional Mileage Charge is based on the mileage band the total data channel mileage falls into. For example, a data 
channel that is 30 miles in length would be charged the additional mileage rate for the greater than 25 mile through 35 mile 
band. 

N. Priority Plus is an optional feature available to customers with Premium BellSouth Metro Ethernet service. Priority Plus 
provides the customer with the ability to prioritize their traffic in accordance with a predefined hardware queue model 
approach.  With this option, customers will assign priority values to their data and higher-priority data will be transmitted first.  
Priority Plus service traffic is limited to a small subset of the total Committed Bandwidth (CBW) traffic and is marked for 
expedited handling within the Metro Ethernet Service.  Customers that desire Priority Plus must establish it for all of their 
Premium BellSouth Metro Ethernet service Connections within that Metro Ethernet Customer Network. 

O. Q-Forwarding is an optional feature available to customers with Premium BellSouth Metro Ethernet service. Q-Forwarding 
provides VLAN aggregation across a common physical connection.  This feature supports customer aggregation of traffic from 
multiple Metro Ethernet Customer Networks (referred to as VLANS).  This aggregated traffic can be transported back to a 
central location and across a common Metro Ethernet Service Connection (referred to as the “aggregation” connection). Q-
Forwarding utilizes IEEE 802.1Q VLAN Tagging procedures. 
While Q-Forwarding is available with BellSouth Premium Metro Ethernet Connections at 2 Mbps, 4 Mbps and 8 Mbps, this 
feature is subject to technical limitations set forth in Technical Reference 73632 when used with these speed connections. 
With Q-Forwarding, special technical considerations set forth in Technical Reference 73632 must be taken into account to 
determine the customer’s CBW across their BellSouth Metro Ethernet Network. 
The Q-Forwarding Service Establishment Charge is a charge to provision a Premium Metro Ethernet Connection with the Q-
Forwarding feature and identify it as an “aggregation” connection. 
The Q-Forwarding Network Assignment Charge is a charge to provision each Metro Ethernet Customer Network to the Q-
Forwarding “aggregation” connection.  The Q-Forwarding Network Assignment Charge applies for each VLAN connected to 
the Q-Forwarding “aggregation” connection. 

P. VLAN Aggregation is an optional feature available to customers with Virtual BellSouth Metro Ethernet Service. VLAN 
Aggregation provides VLAN aggregation across a common physical connection.  This feature supports customer aggregation 
of traffic from multiple Metro Ethernet Customer Networks (referred to as VLANS) comprised of Virtual Connections.  This 
aggregated traffic can be transported back to a central location and across a common Virtual Metro Ethernet Service 
Connection (referred to as the “aggregation” connection). VLAN Aggregation utilizes IEEE 802.1Q VLAN Tagging 
procedures. 
While VLAN Aggregation is available with BellSouth Virtual Metro Ethernet Connections at 2 Mbps, 4 Mbps and 8 Mbps, 
this feature is subject to technical limitations set forth in Technical Reference 73632 when used with these speed connections. 
The VLAN Aggregation Service Establishment Charge is a charge to provision a Virtual Metro Ethernet Connection with this 
feature and identify it as an “aggregation” connection. 
The VLAN Aggregation Network Assignment Charge is a charge to provision each Virtual Ethernet Customer Network to the 
“aggregation” connection.  The VLAN Aggregation Network Assignment Charge applies for each VLAN connected to the 
“aggregation” connection. 

 
 
 
 
 
 
 
Note 1:  And as alternatively set forth in E7.4.32.A.5. and 6. following. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  

E7.2 Service Descriptions (Cont'd)  
E7.2.18 BellSouth Metro Ethernet Service (Cont’d) 

Q. Customer Network Management (CNM) - Metro Ethernet Reporting is an optional feature available to customers with 
Premium or Virtual BellSouth Metro Ethernet service. CNM - Metro Ethernet Reporting provides customers a view into their 
BellSouth Metro Ethernet service network via the use of a web interface and security card.  CNM - Metro Ethernet Reporting 
provides alarm surveillance, service level agreement reporting and performance reporting for the various network components 
that comprise the customer’s BellSouth Metro Ethernet service network. This feature is only available to customers purchasing 
Premium or Virtual BellSouth Metro Ethernet service. 

Customers who subscribe to CNM - Metro Ethernet Reporting must monitor their entire BellSouth Metro Ethernet Network. 
The CNM - Metro Ethernet Reporting Charge is applicable for each Premium or Virtual Metro Ethernet Service Connection. 

The CNM - Metro Ethernet Reporting Service Establishment Charge is a nonrecurring charge that applies to initially establish 
a new Metro Ethernet Service customer account. A customer with an existing CNM - Metro Ethernet Reporting customer 
account from another BellSouth jurisdiction may re-use that customer account.    

All customers purchasing CNM - Metro Ethernet Reporting must have a web interface that will allow the customer to access 
and monitor their network via the web. Each web interface provides for one concurrent access. Additional concurrent accesses 
will require additional web interfaces. An initial web interface (Web Interface Charge - First) is provided with the initial 
establishment of a customer account.  A monthly charge and a nonrecurring charge are applicable for each additional web 
interface requested for a customer account (Web Interface Charge – Each Additional).   

A security card is required to access a web interface. Each security card can only be used for a single concurrent access and 
can be associated with only one web interface. A Security Card Charge will apply for the initial and additional cards requested 
and for the issuance of additional cards to replace lost, damaged or expired cards.  A nonrecurring charge is applicable per 
security card requested. 

R. BellSouth Metro Ethernet service Customer networks comprised of Premium Connections or Virtual Connections with CNM - 
Metro Ethernet Reporting are provided Service Level Agreements (SLAs) for the Company’s repair and performance 
commitments for this service. Credits are provided for missed commitments on such service. The specific SLA commitments 
and credits applicable are set forth in E7.4.32.C. following for Premium Connections and in E7.4.32.D. for Virtual 
Connections. 

S. Subsequent to its initial installation, a customer may request to reconfigure or change a BellSouth Metro Ethernet service 
Connection. The Service Reconfiguration Charge or System Reconfiguration Charge will be the nonrecurring charge applicable 
for such a request; the appropriate nonrecurring charge will be based upon the reconfiguration or change requested, as 
specifically described and set forth in E7.4.32 following. 

T. For each Virtual BellSouth Metro Ethernet Connection the customer must decide the mix of applications that will be supported 
on that Connection, the CoS mix that Virtual Connection must support, and the percentage of bandwidth to be assigned for 
each CoS (i.e., build a CoS profile for each Virtual Connection). The customer’s bandwidth will be limited to the fixed speed 
associated with each CoS level. Therefore, total bandwidth available to support transmission of a specific CoS will depend 
upon the size of the customer’s Connection and the specific CoS percentage the customer selected for that Connection. 

A customer may request a single CoS or up to four CoS to build the CoS Profile for a Virtual Connection. The customer 
determines the percentage bandwidth each CoS selected should be of the total Virtual Connection’s bandwidth. The sum of the 
percentages for each CoS selected for a Virtual Connection must equal 100%. Additionally, the combined CoS bandwidth 
percentages selected in a customer’s CoS Profile for Real-Time CoS plus Interactive CoS may not exceed 50%, except where 
the customer selects the 70% Real-Time CoS bandwidth percentage and has no Interactive traffic. 

A customer may select different CoS profiles for different Virtual Connections that share the same network VLAN, or Virtual 
Connection network arrangement. However, technical limitations exist as discussed in TR-73632 that limit the total number of 
different CoS profiles that can be utilized in a single Virtual Connection network arrangement. 
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E7.2 Service Descriptions (Cont'd)  
E7.2.18 BellSouth Metro Ethernet Service (Cont’d) 

T.  (Cont’d) 

The CoS and percentage bandwidth selected for a Virtual Connection will define the applications that can be supported and its 
Quality of Service (QoS) attributes such as traffic priority, latency, packet loss rate, etc. QoS attributes are defined for each 
CoS. Each Virtual Connection will support Ethernet traffic representing one or more applications and CoS.   Virtual 
Connections support the four following CoS: 

- Real-Time1: This CoS supports VoIP applications. The Real-Time CoS is supported by a low latency queue. The Low 
Latency Queuing (LLQ) feature in the Ethernet network is used for support of the Real-Time CoS. 

- Interactive1: This CoS supports interactive Video applications. The Interactive CoS is policed to a maximum bandwidth. 

- Business Critical: This CoS supports mission-critical business data applications. These applications tend to be data 
specific and may include medical imaging, electronic funds transfer, medical records transfer, etc. 

- Best Effort: This CoS is the default CoS for all other traffic that is not defined as Business Critical, Real-Time or 
Interactive. Traffic that does not match the other CoS will be mapped as Best Effort. Traffic with the Best Effort CoS 
will have the lowest priority on the network and will support lower priority data applications, such as email and file 
transfer protocol (FTP). 

Each customer packet from a Virtual Connection will be classified and assigned to a specific CoS by methods identified in 
TR-73632. 

 

Note 1: The combined CoS bandwidth percentages selected in a customer’s Virtual Connection CoS 
profile for Real-Time CoS plus Interactive CoS may not exceed 50%, except where the 
customer selects the 70% Real-Time CoS bandwidth percentage and has no Interactive traffic. 
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E7.2 Service Descriptions (Cont'd)  
E7.2.18 BellSouth Metro Ethernet Service (Cont’d) 

U. Automatic Protection Switching (APS) is an optional feature available, except as specified otherwise herein, to customers with 
a Basic, Premium or Virtual BellSouth Metro Ethernet Service Connection of 10 Mbps or higher1. The APS feature provides 
customers with the option of having data channel (i.e., facilities from the customer premises to the BellSouth Metro Ethernet 
Service wire center) survivability through the use of a secondary transport path that is diverse from the path provided with their 
primary Metro Ethernet Connection. This secondary transport path (i.e., data channel) is provided for a specific Metro Ethernet 
Connection (i.e., the primary) with the selection of the APS feature which then provides the customer with complete path 
protection. However, APS is not available for a 2 Mbps, 4 Mbps or 8 Mbps Connection. 

With APS, the primary Metro Ethernet Connection’s data channel is monitored for threshold violations or path failures with a 
fail-over to the secondary data channel path provided via the APS feature. The APS data channel is checked periodically to 
ensure its availability if a failure of the primary Metro Ethernet Connection’s data channel occurs. 

APS may be ordered as a structurally diverse transport path (Structural Protection) or a route diverse transport path (Route 
Protection). 

Structural Protection APS is defined as the APS facility and the primary Metro Ethernet Connection facility being in separate 
sheaths in separate structures located along the same route (e.g., underground/underground, buried/underground, 
aerial/underground, aerial/buried, buried/buried, and aerial/aerial), or along different routes at the Telephone Company’s 
discretion 

Route Protection APS is defined as the APS facility being in a separate sheath within alternate underground, aerial or direct 
buried structures that are run along separate physical paths from the facilities associated with the primary Metro Ethernet 
Connection.  No precise distance separation is specified between the paths; although the separation is sufficient to preclude 
one disruptive event from affecting both routes.   

The APS feature is billed based upon the actual total route miles in a customer’s specific Structural Protection APS or Route 
Protection APS design as determined by the Telephone Company. The term “route miles” is defined for this application to be 
the actual physical distance or length (not airline mileage), rounded up to the next whole mile, of the unique APS facility 
designed for each individual customer premises. Total route miles are measured between the customer premises and its serving 
wire center, plus route miles between the serving wire center and any intermittent wire centers in the path designed to reach 
the BellSouth Metro Ethernet wire center associated with the primary Metro Ethernet Connection (i.e., the wire center where 
the BellSouth Metro Ethernet switching equipment is located). 

The APS rate element provides the alternate data channel transport and APS equipment in the BellSouth Metro Ethernet 
Service wire center associated with the primary Metro Ethernet Connection. Actual total route mileage for the customer’s APS 
design is determined from a Service Inquiry. The route mileage determined from this Telephone Company Service Inquiry is 
used for billing purposes and is the sole determinant of such mileage (i.e., not subject to dispute). 

V.  BellSouth Metro Ethernet Service Independent Company (ICO) Trunk Connection 

 Provides interconnection between BellSouth’s Ethernet network and the Ethernet network of an Independent Telephone 
Company. A BellSouth Metro Ethernet Service ICO Trunk Connection provides data channel transport for connections that 
are 10 airline miles or less in distance from the BellSouth Metro Ethernet Service ICO Trunk Connection wire center to the 
meet-point with the Independent Company.  Meet-point locations greater than 10 airline miles from the BellSouth Metro 
Ethernet Service ICO Trunk Connection wire center also require BellSouth Metro Ethernet Service ICO Trunk Additional 
Mileage charges. 

W. BellSouth Metro Ethernet Service Independent Company (ICO) Trunk Additional Mileage Charges 

 Additional mileage charges associated with a BellSouth Metro Ethernet Service ICO Trunk Connection apply when the total 
distance from the BellSouth Metro Ethernet Service ICO Trunk Connection wire center to the meet-point with the Independent 
Company is greater than 10 miles in length. The additional mileage is measured in airline miles from the BellSouth Metro 
Ethernet Service wire center associated with the BellSouth Metro Ethernet Service ICO Trunk Connection to the Independent 
Company meet-point. Fractions of miles will be considered as a whole mile.   

  

 

Note 1: Automatic Protection Switching (APS) is not available for a 2 Mbps, 4 Mbps or 8 Mbps Basic, 
Premium or Virtual Connection. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE  
E7.2 Service Descriptions (Cont'd)  

E7.2.18 BellSouth Metro Ethernet Service (Cont’d) 

X. Migration to AT&T Switched Ethernet ServiceSM 
 
As of February 1, 2012, if the customer migrates from Metro Ethernet Service to AT&T Switched Ethernet Service in 
accordance with all terms and conditions in the AT&T Interstate Access Guidebook applicable to AT&T Switched 
Ethernet Service, then the customer may do so without termination charges given all of the following conditions are met: 
 
• The customer must issue a disconnect order for their existing Metro Ethernet service and place a service order for 

AT&T Switched Ethernet Service.  If over-lapping service is required, billing will apply.  
 
• Standard nonrecurring charges to install AT&T Switched Ethernet Service, if applicable, will apply.  
 
• The term of the new contract must be equal to or greater than the remaining time left on the existing Metro Ethernet 

contract.   
 
• The new AT&T Switched Ethernet Service and the Metro Ethernet service must be billed to the same customer of 

record at the same location(s). 
 
• The customer’s existing Metro Ethernet Service must have been in service at least 12 months.  
 
• Migration is contingent on availability of fiber and equipment to serve the location being migrated.  Other Special 

Construction charges, as necessary, may apply.  
 
• If Special Construction charges were applicable to the existing Metro Ethernet service being replaced, and those 

charges were not already paid, they must be carried forward to the new AT&T Switched Ethernet Service contract. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.3 Channel Interface And Network Channel Codes (T) 

This section explains the Channel Interface codes and Network Channel codes that the customer must specify when ordering 
Special Access (a.k.a. BellSouth SPA) service. Included is an example which explains the specific characters of the code, a 
glossary of Channel Interface codes, impedance levels, Network Channel codes and compatible Channel Interfaces. 

Example: If the customer specifies a NT Network Channel Code and a 2DC8-3 Channel Interface at the customer’s premises, 
the following is being requested: 

(M) 

NT = Metallic Channel with a Predefined Technical Specification Package (I) 

2 = Number of physical wires at customer premises 

DC = Facility interface for direct current or voltage 

8 = Variable impedance level 

3 = Metallic facilities (DC continuity) for direct cumnt/low frequency control signals or slow speed data (30 baud) 

E73.1 Glossary Of Channel Interface Codes And Options 

Code - Option Definition 

AB- Accepts 20 Hz ringing signal a~ customer’s point of termination 

Accepts 20 Hz ringing signal at the customer’s end user’s point of termination 

Digital hierarchy interface at Digital Crossconnect System (DCS) 

E & M Signaling 

AC- 

CS- 

- EA 

-Go 

- GS 

- LO 

- LS 

- NO 

- R 

- IOR 

- IO 

- llR 

- II 

- SP 

- CF 

- BC 

CT- 

DA- 

Ground Start Loop Signaling-Open End 

Gmund Start Loop Signaling-Closed End 

Loop Start Loop Signaling-Open End 

Loop Stari Loop Signaling-Closed End 

Transmission Only - No Signaling 

(DSO) Customer Rcconfigurable Voice Grade Service 

DS I to DSO Customer Reconfigurable 

DSI to DSO 

DSI to DSI Customer Recontigurable 

DSI to DSI 

Resistive Type: Split Path Operation for Data Polling Conference Type 

Resistive Type: Split Path Operation for Symmetrical Voice Conference Type 

CO Bridging: Broadcast for Broadcast Conference Type 

Centrex Type Services Tie Trunk Termination 

Data stream in VF frequency band at custom&o end user’s point of 
termination 

DB- Data stream in VF frequency band at customefs point of termination 

- IO VF for TGI and TG2 

- 43 VF for 43 Telegraph Carrier type signals, TG I and TG2 

Nov 2 9 1998 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 0-j 

E7.3 Channel Interface And Network Channel Codes (Cont’d) ~ 
E7.3.1 Glossary Of Channel Interface Codes And Options (Cont’d) 

Code - Option 

DC- 
- I 

- 2 

3 

Definition 

Direct current or voltage 

Monitoring interface with series RC combination 
(McCulloh format) 
Company energized alarm channel 

Metallic facilities (DC continuity) for direct current/low 
frequency control signals or slow speed data (30 baud) 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.1 Glossary Of Channel Interface Codes And Options (Cont’d) 

Code - Option Definition 
DD- Telemetry and Aim Bridging interface at customer’s point of termination 
DE- Telemetry and Alarm Bridging interface at the customer’s end user’s point of 

termination 
DS- Digital hierarchy interface 

- 1K 1.544 Mbps (DS 1) ANSI Extended Superframe (ESF) format per 
TA-TSY-000342 

- 1s 1.544 Mbps (DSl) ANSI Extended Superframe (ESF) format and BSZS 
Clear Channel Capability per TA-TSY-000342. 

- 15 1.544 Mbps (DSl) Superframe (SF) format per TA-TSY-000342 
- 15B 1.544 Mbps (DSl) Superfkune (SF) format and BIZS Clear Channel 

Capability per TA-TSY-000342 
- 15E 8-bit PCM encoded in one 64 Kbps of the DSl signal 
- 15F 8-bit PCM encoded in two 64 Kbps of the DS 1 signal 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

+- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.1 Glossary Of Channel Interface Codes And Options (Cont’d) 

/--- 

Code - Option 
- 1SG 

- ISH 
- 15J 

- 31 

- 31L 
- 44 

- 44L 

- 63 

- 63L 

DU- 

- 19(S) 
- 24(S) 

- 48(S) 

- 56(S) 

-64 

- 96(S) 

- 1KN 

- 1SN 

- A 

-AN 

- BN 

- DN 

- SN 

DV- Data and Voice Multiplexing 

- BC Digital Data Over Voice, 9.6 Kbps 

Definition 

S-bit PCM encoded in three 64 Kbps of the DS 1 signal 

14/l 1 -bit PCM encoded in six 64 Kbps of the DS 1 signal 
1.544 Mbps format per PUB 41451 (only available to U.S. Govt. agencies) 

3.152 Mbps (DSlC) 
3.152 Mbps (DSlC) with SF signaling 

44.736 Mbps (DS3) 

44.736 Mbps (DS3) with SF signaling 
6.3 12 Mbps (DS2) 
6.3 12 Mbps (DS2) with SF signaling 

Digital access interface 

9.2 Kbps’ 
2.4 Kbps’ 

4.8 Kbps’ 
56.0 Kbps’ 
64.0 Kbps 

9.6 Kbps’ 
DS 1 (1.544 Mbps) ANSI Extended Superframe (ESF) Format per 
TR-NPL-000054 without line power 
DSl (1.544 Mbps) ANSI Extended Superframe (ESF) Format per 
TR-NPL-000054, with BSZS Clear Channel Capability and without line 
power 
DS 1 (1.544 Mbps) free-framing format per PUB 4145 1 with line power 
(only available to U. S. Govt. agencies) 
DSl (1.544 Mbps) free-framing format per PUB 41451 without line power 
(only available to U. S. Govt. agencies) 
DSl (1.544 Mbps) Superframe (SF) Format per TR-NPL-000054 without 
line power 

DSl (1 S44 Mbps) Superframe (SF) Format per TR-NPL-000054, with 
B8ZS Clear Channel Capability and without line power. 

1.544 Mbps (DSl) ANSI Extended Superframe (ESF) format and BBZS 
Clear Channel Capability 

Note 1: (S) is an additional BellSouth designation for use when the optional Secondary Channel 
feature is required. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.1 Glossary Of Channel Interface Codes And Options (Cont’d) 

Code - Option 

DX- 

DY- 
EA- E 

EA- M 

EB- E 

EB- M 

EC- Type III E&M signaling at customer POT. 

Definition 

Duplex signaling interface at customer’s point of termination 

Duplex signaling interface at customer’s end user’s point of termination. 

Type I E&M Lead Signaling. Customer at POT or customer’s end user at 
POT originates on E Lead. 

Type I E&M Lead Signaling. Customer at POT or customer’s end user at 
POT originates on M Lead. 
Type II E&M Lead Signaling. Customer at POT or customer’s end user at 
POT originates on E Lead. 

Type II E&M Lead Signaling. Customer at POT or customer’s end user at 
POT originates on M Lead. 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.1 Glossary Of Channel Interface Codes And Options (Cont’d) 

f- 

,- 

Code - Option 

EX- A 

- B 

Go- 

GS- 

- c 
-M 

IA- 
LA- 

LB- 

LC- 
LO- 

LR- 

LS - 

-M 

NO- 

PG- 
- 3 

- 5 

- 8 

PR- 

RV- 0 

Definition 

Tandem channel unit signaling for loop start or ground start and customer 
supplies open end (dial tone, etc.) functions. 

Tandem channel unit signaling for loop start or ground start and customer 
supplies closed end (dial pulsing, etc.) functions. 
Ground start loop signaling - open end function by customer or customer’s 
end user 
Ground start loop signaling - closed end function by customer or customer’s 
end user 

C entrex Type Services foreign exchange termination 
For terminating in central offtce located answering service 
concentrator 

E.I.A. (25 PM RS-232) 
End user loop start loop signaling - Type A OPS registered port open end 

End user loop start loop signaling - Type B OPS registered port open end 

End user loop start loop signaling - Type C OPS registered port open end 

Loop start loop signaling - open end function by customer or customer’s end 
user 
20 Hz automatic ringdown interface at customer with Company provided 
PLAR 
Loop start loop signaling - closed end function by customer or customer’s 
end user 

For terminating in central office located answering 
service concentrator 

No signaling interface, transmission only 

Program transmission - no dc signaling 
Nominal frequency from 200 to 3,500 Hz 
Nominal frequency from 100 to 5,000 Hz 
Nominal frequency from 50 to 8,000 Hz 

Protective relaying’ 

Reverse battery signaling, one way operation, originate by customer 

Note 1: Available only for the transmission of audio tone protective relaying signals used in the 
protection of electric power systems during fault conditions. 
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EJ. SPECIAL ACCESS (AKA. BELLSOUTH SPA) SERVICE 
E"1.3 Channel lnbsface And Network Channel Codes (Cont'd) 

E73.1 Glossary of Cbannel Interface Codes And Optiom (Cont'd) 
Code - w n  

- T  

SF - 
TI- 
'IT- 

- 2  
' I T - 3  

- 6  
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.2 Impedance 

The nominal reference impedance with which the channel will be terminated for the purpose of evaluating transmission 
performance: 

Value (ohms) 

110 
150 
600 

900 

135 
75 

124 
Variable 
100 

Code(s) 
0 

E7.3.3 Digital Hierarchy Channel Interface Codes (4DS) 
Customers selecting the channelized four-wire DS-1 or higher facility interface option at the customer designated premises 
will be requested to provide subsequent system and channel assignment data. The various digital bit rates in the digital 
hierarchy employ the channel interface code 4DS9,4DSO or 4DS6 plus the speed options indicated following: 

Interface Code Nominal Bit Digital 

and Speed Option Rate (Mbps) Hierarchy Level 

4DS9-15 1.544 DSl 

4DS9-3 1 3.152 DSlC 

4DSO-63 6.312 DS2 
4DS6-44 44.736 DS3 

E7.3.4 Service Designator/Network Channel Code Conversion Table 
The purpose of this table is to show the relationship between the service designator codes (e.g. VGl, MT2, etc.,) and the 
network channel codes that are used for various administrative purposes. 

Service Designator Network Channel 
Code Code 

MT1 NT 
MT2 NU 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.4 Service Designator/Network Channel Code Conversion Table (Cont’d) 

Service Designator Network Channel 
Code Code 

MT3 NV 

TGI NW 

TG2 NY 

VGl LB 

VG2 LC 

VG3 LD 

VG4 LE 

VG5 LF 

VG6 LG 

VG7 LH 

VG8 IJ 

VG9 LK 

VGlO LN 

VGll LP 

VG12 LR 

API PE 

AP2 PF 

AP3 PJ 

AP4 PK 

TV3 TZ 

DA1 XA 

DA2 XB 
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E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

Ic‘ E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.4 Service Designator/Network Channel Code Conversion Table (Cont’d) 

,/--.. 

Service Designator Network Channel 
Code Code 

DA3 XG 

DA4 XH 

DA5 XE 

DA6 YN 

HCO HS 

HCl HC 

HClC HD 

HC2 HE 

HC3 HF 
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KENTUCKY Cancels First Revised Page 37 

ISSUED: January 17, 1997 EFFECTIVE: February 16, 1997 

?” BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 0 

.m E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use (-0 

K--- 

,r . 

PUf3LlC SERVlCECC3M~,~iSSIGR 
OFKENTUCKY 

EFFECTIVE 

f EB 1 6 1997 
RRSUANTTO807 KAR5011, 

SECTI&' 9 (1) 
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KENTUCKY Cancels First Revised Page 38 

m 
ISSUED: January 17,1997 EFFECTIVE: February 16, 1997 

BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE U-J 

#- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use (-0 

PUBLIC SERVICE CC~~i~,4iSS1oi‘\ 
OF KENTLiCK'/ 

EFFECTiVE 

PURSUANT TO 807 KAR 5011, 
SECT13N 9 (1) 
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TELECOMMUNICATIONS, INC. Second Revised Page 39 

KENTUCKY Cancels First Revised Page 39 

ISSUED: January 17, 1997 EFFECTIVE: February 16, 1997 

e BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
0-l 

,-- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use 0 
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KENTUCKY Cancels First Revised Page 40 

ISSUED: January 17, 1997 EFFECTIVE: February 16,1997 

,m BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 0 

.e, E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use 0 

PUSLIC SERVICE CCi;;MiSSiOI; 
OF-KENTUCKY 

EFFECTIVE 
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ISSUED: January 17,1997 EFFECTIVE: February 16, 1997 

BY: EC. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
U-l 

,m E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use (-0 

.- 

/ 

PUBL1C SERVICE CC’FMSSIO~ 
OF KENTUCKY 

EFFECTIVE 

fEB 1 6 1997 
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BELLSOUTH 
TELECOMMUNICATIONS, INC. 

KENTUCKY 
ISSUED: January 17,1997 

/4 BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

ACCESS SERVICES TARIFF PSC KY. TARIFF 2E 
Second Revised Page 42 

Cancels First Revised Page 42 
EFFECTIVE: February l&l997 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use 

/--- 

PUBLIC SERVICE COF~i!~4iSSlOt: 
OF KENTUCKY 

EI’FECTIVE 
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.m 
ISSUED: January 17,1997 EFFECTIVE: February 16, 1997 

BY: EC. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 0-l 

F- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use 03 

FEB 1 6 1997 

PURSUANT TO 807 K AH 50 11, 
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KENTUCKY Cancels First Revised Page 44 

e 
ISSUED: January 17,1997 EFFECTIVE: February 16, 1997 

BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
0 

n E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use CT) 
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KENTUCKY Cancels First Revised Page 45 

ISSUED: January 17,1997 
EFFECTIVE: February 16, 1997 

- I BY: E.C. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
(-0 

-, E7.3 Channel Interface And Network Channel Codes (Cont’d) 
0-J 

E7.3.5 Reserved For Future Use 

F EB 1 6 1997 
PURSUANTTOWKAH5:011, 

SECT04 9 i: ) 
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ISSUED; January 17,1997 
EFFECTIVE: February 16, 1997 

_--. 
BY: E.C. Roberts, Jr., President - KY 

Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
0-I 

‘-. E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use 

CT) 

/-- 

/- 

/L-- 

FEB 1 6 1997 
PURSUANT TO SO7 KAR 5011, 

SECTQY 9 (I) 
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ACCESS SERVICES TARIFF BELLSOUTH 
TELECOMMUNICATIONS, INC. 

KENTUCKY 
ISSUED: January 17, 1997 
BY: E.C. Roberts, Jr., President - KY 

Louisville, Kentucky 

PSC KY. TARIFF 2E 
Second Revised Page 47 

Cancels First Revised Page 47 
EFFECTIVE: February 16, 1997 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 

E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use 

PUBLIC SEHWCE COM!,@iSI~h 
OF KENTLiCKY 

EFFECTIVE 

FEB 1 6 1997 

PURSJANT TC &I,7 KAK 50 11, 
SECTIOX 9 ( 1 j 
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/” 
ISSUED: January 17,1997 EFFECTIVE: February 16, 1997 

BY: EC. Roberts, Jr., President - KY 
Louisville, Kentucky 

E7. SPECIAL ACCESS (A.K.A. BELLSOUTH SPA) SERVICE 
CT) 

‘- E7.3 Channel Interface And Network Channel Codes (Cont’d) 
E7.3.5 Reserved For Future Use 

(-0 

PUBLIC SERklCE CcM?w3loR 
OF KENTUCKY 

Ei-FECTIVE 

PURSUANT TO 807 KAR 5011, 
SECTIOh! 9 (I) 
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